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CHAPTER 1. 


INTRODUCTION 


The ASP system is a multiprocessing operating system that provides a 
compatible extension to the Operating System (OS). Designed for the 
user with a large computer job-shop environment, ASP provides increased 
automation of the computing operation. The ASP system functions as a 
programmed operator to os. It provides advanced scheduling facilities 
for optimizing the total installation production. 

To the application programmer ASP can be transparent, or he may choose 
to utilize the many features provided by ASP. The programmer needs 
only to supply his job with the standard OS JCt, and ASP will handle 
the scheduling of the job. The scheduling algorithms can be tailored 
to an installation's system configuration by the system programming 
staff. The application programmer should confer with this staff to 
determine how his job's performance can be enhanced. 

features of ASP allow the programmer to select a specific Main Processor 
for execution; cause pre-execution setup; control the processing of 
his output; select installation-written support functions; and use ASP 
Utilities. To take advantage of these and other features, the 
programmer may submit ASP control cards with his normal JCL. These 
cards and examples are discussed in Chapter 3. 

Jobs submitted to ASP are in two basic categories: standard and 
nonstandard. Standard jobs are controlled by the functions provided 
by ASP; Reader/Interpreter, Main Processing, Print, Punch, and Purge. 
These functions will be covered later. A nonstandard job allows the 
programmer to specify a different seguence of processing such as print 
only for listing a deck of cards. 

ASP performs its functions with Dynamic Support Programs (DSPs). These 
are programs which reside on direct access storage and can be brought 
into main storage as they are needed. 

A standard job is read into the support system via an ASP reader and 
placed in the ASP queue. When selected from the ASP queue the first 
function is to convert the JCL for the job into internal OS control 
blocks, the format required by OS initiators. Selection of the Main 
Processor and the setup and verification of the required volumes are 
completed before sending the job to the Main Processor for execution. 
SYSODT information from the job during the time it is active on the 
Main Processor is returned to ASP for later printing and/or punching 
by ASP. When the functions are all complete the job is purged from 
the system. This is the basic job flow which the programmer can expand 
to take advantage of other features, 

ASP supports remote job submission from Binary Synchronous 
Communications terminals via Remote Job Processing (RJP) . 

ASP also provides, via Network Job Processing (NJP) under operator or 
ASP control card control, the ability to transmit jobs between two or 
more ASP installations remote from one another. 

A TSO terminal user may submit jobs, and have ASP schedule them on any 
Main Processor in the system and have selected output returned to his 
terminal or to a destination of his choice. 

The execution of a job may be dependent upon the completion of one or 
more other jobs. Dependent Job Control (DJC) allows the user to create 
a network of jobs with dependencies. 
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Th9 ASP internal reader, whose use is referred to as Internal Job 
Processing (UP) , is provided as an additional aid to application 
programs, such as an Information iHanagement system (IMS) application 
running for a considerable period of time in a multiprogramming 
environment. It is the design of OS/MVT that until a job terminates, 
the output data is not available for a writer. Therefore, no SYSOUT 
output from this IMS job can be seen until the IMS job terminates. 

With the ASP internal reader, it is possible to get intermediate output 
printed without having to terminate the non-ending job. 

The preceding features and the ASP control cards available to the 
application programmer are discussed in this manual. The user should 
consult his installation system programming staff for additional 
guidelines in using ASP facilities. General information about ASP can 
be found in the ASP Version 3 General Information Manual. The General 
Information Manual should be read before reading this manual. 
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C HAP TER 2,. S YSTEM FLOW 


JOB processing 

A fundamental concept of ASP is that many jobs are handled 
simultaneously by the system. To facilitate control over the many jobs 
being processed concurrently, each job is divided into three phases: 
preprocessing, processing, and postprocessing. The system is controlled 
by two supervisory programs; OS with ASP in the Support Processor, 
and OS in the Main Processors. The three phases of processing are 
illustrated in Figure 1. 


ASYMMETRIC MULTIPROCESSING SYSTEM 
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Reading 

Interpreting 


Printing 

Punching 

Purging 


Execution 


Figure 1. Phases of Processing. 

OS resides in the Main Processor and controls the processing phase. 

OS and ASP reside in the Support Processor and control the preprocessing 
and postprocessing phases. Each system performs its functions 
asynchronously. The overlap of job processing with the preprocessing 
of other jobs significantly reduces turnaround time. 


JOB FLO W 

A job in the ASP system, as identified by the OS JOB card, is a unit 
of work consisting of one or more job segments also known as Scheduler 
Elements (SEs), For the standard jobs Job segments are automatically 
defined by the ASP system. 

1. Input Service - reads the input stream on the Support Processor, 
recognizes control cards, and takes the appropriate action. 
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2. Reader/Interpreter Service - interprets OS job control language 
to determine system resources required by a job before the job 
is sent to a Main Processor. 

3. Main Service - handles operator communication of jobs in 
execution, manages the flow of data (for example, system input, 
system print and punch data sets) across the CTC to and from 
the Main Processor- 

4. Print Service - prints the data sets. 

5. Punch Service - punches the data sets. 

6. Purge - removes each job from the system, returning to the system 
all direct access storage space allocated to that job. 

For a nonstandard ASP job the //^^'PROCESS cards specify the job segments 
to be processed. All ASP control cards are extracted from the input 
stream by Input Service and are transparent to the Main Processors. 


STANDARD JOB FLOW 

A standard job normally requires input/output units on the Main 
Processors to be allocated and special volumes (either disk or tape) 
to be mounted before execution. These jobs are specified by an OS JOB 
card, followed by a normal OS JCL deck. A standard job is composed of 
five scheduler elements. 

1. Reader/Interpreter. Interprets OS JCL. 

2. Main Service. Transmits -the system data sets via the 
Channel-to-Channel Adapter to and from the Main Processor. 

3. Print Service. Prints the output print data sets. 

4. Punch Service. Punches the output punch data sets. 

5. Purge. Purges the job from the system. 

The job flow of a standard job is shown in Figure 2. This figure, read 
sequentially from top to bottom, illustrates the job flow of a single 
job. 

The steps in the flow of a standard job are as follows: 

1. The operator communicates with the ASP system via the console. 

To initiate the reading of the input stream, the operator enters: 

=^‘X,CE 

2. Console Service accepts the message and routes it to the ASP 
Supervisor. 

3. The ASP Supervisor interprets the message and initiates the 
Input Service program. 

4. Input Service reads the input stream and enters the job into 
the system with the necessary routing information. This routing 
consists of the pre- and postprocessing steps. 


Note : Job submission from remote workstations uses the standard 

ASP reader. The reader does not distinguish between 
local and remote submission. The same applies to output 
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to remote workstations. Print Service and Punch Service 
make only minimal distinction between local and remote 
devices. 


5. When the job is selected from the ASP queue, the 
Eeader/Tnterprater segment will get control. The OS JCL 
submitted is translated into OS control blocks and placed back 
into the ASP queue. 

6. Once the OS control blocks have been created the job is scheduled 
for processing by Main Service. As units become available for 
mounting on the Main Processor, the Main Device Scheduler (MDS) 
program assigns the units to jobs in priority sequence. As soon 
as all of the unit allocation and setup requirements for a job 
have been satisfied, the job is released for scheduling for the 
Main Processor. Main Service sends the OS control blocks to 

the Main Processor. The Main Processor executes the job and 
then sends the output data sets to the Support Processor over 
the CTC. The Support Processor places the data sets on the ASP 
queue devices for output processing. In addition. Main Service 
logs time-on and time-off for the job to indicate the total wall 
clock time spent on this job by the Main Processor. After 
execution on the Main Processor MDS can perform its breakdown 
phase. At this time, the devices that were assigned to the job 
are returned to the system for subsequent jobs. 

7. After processing is completed on the Main Processor, the job is 
placed in the queue for the Print and Punch Service programs. 

When all scheduling criteria for printing are satisfied for this 
job segment, the job is sent to Print Service,Print Service is 
not a sequentially dependent process; that is, it can be 
processed in parallel with other job segments of the same nature, 
such as Punch Service, for the same job. When all scheduling 
criteria for punching are satisfied for this job segment, the 
job is sent to Punch Service. 

8. Print Service reads the SYSMSG and output print data sets from 
direct access storage devices and prints them. Print Service 
logs time-on and time-off to indicate the total time spent by 
this job on the printer. 

9. Punch Service reads the output punch data sets from direct access 
storage devices and punches cards for each data set until it 
either exhausts the data set or encounters a double end-of-file. 
Punch Service also logs time-on and time-off to indicate the 
total time spent by this job on the punch. 

1Q. Once processing is complete for both Print Service and Punch 

Service, the job is sent to Purge SE. Purge is a sequentially 
dependent process and is always the last function to be 
performed. 

11. Purge returns all tracks on direct access storage devices that 
were allocated for this job. At this time, an optional 
accounting routine may be entered to process the accumulated 
job accounting information. 

12. Finally, with all processing segments complete for the job, the 
job is removed from the ASP Job Control Table, which completes 
its flow through the system. 
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SUPPORT PROCESSOR 


MAIN PROCESSOR 



Figure 2. Standard Job Flow. 


NONSTANDAFD JOB FLOW 

A nonstandard job is a combination of job segments that deviates from 
the standard combination of job segments (that is, Eeader/Interpreter, 
Main Service, Print Service, Punch Service, and Purge). Some examples 
of nonstandard job segment combinations are: 


A preprocessing job segment plus the standard job segments 
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• Fewer than the five standard job segments (for example, 
■Reader/Interpreter, Main Service, Print Service, and Purge, without 
Punch Service) 

• One or more postprocessing job segments plus the standard job 
segments 

• One or more job segments, of which only Purge is a standard job 
segment 

• Overlap printing of a single data set at many locations 
simultaneously. 

A nonstandard job is specified to the system by a JOB card, followed 
by a //^PEOCESS card for each job segment, followed by the normal OS 
deck. In a nonstandard job, there must be a //^PROCESS card for each 
job segment except Purge. 

he steps in the job flow of a nonstandard job are similar to those 
or a standard job (see Figure 3): 

1-3. These steps are identical to the first three steps for a standard 
job. 

4. This step differs from Step 4 for the standard job only in the 
sequence in which support functions are scheduled. The sequence 
of the //^PROCESS cards determines the order in which job 
segments are executed. Each //^PROCESS card represents one job 
segment. Purge and the Main Device Scheduler (MDS) are not 
included on //^PROCESS cards. Purge is implied for all jobs in 
the system, and the Main Device Scheduler is automatically 
scheduled for all jobs requiring setup. All other job segments 
in a nonstandard job must be specified on a //^PROCESS card. 

5. Scheduling for the job takes place in the sequence specified by 
the //^PROCESS cards. Scheduling continues until the last job 
segment for the job (Purge) is complete. 

6. When all segments are complete, the job is removed from the ASP 
Job Control Table. At this time, the job has completed its flow 
through the system. 
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SDEPOR T P ROC ESSOR 



Figure 3. Nonstandard Job Flow. 


Examples of standard and nonstandard jobs are given in Chapter 3, ASP 
Control Cards. 
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CHAPTER CO^ROL C ARDS 


The ASP system offers several control cards that permit the programmer 
to define job processing. These control cards are submitted with the 
JCL for the job and are transparent to the Operating System (OS). 
Elexibility can be gained by use of the control cards, or the 
installation standards can be used for determining job processing. 
Control cards provide: 

• Special instructions for forms, trains, and carriage tape control 
on the printer or forms control on the punch 

• Specification of volumes that are to be mounted prior to execution 

• Special functions that are required for job processing 

• Specification of Main Processor dependencies 

Errors in ASP control cards are noted in the SYSMSG data set; the job 
is canceled, and the SYSMSG data set is printed. 

When ASP is started and gains control it goes through an initialization 
process. The initialization of ASP defines the system configuration 
and processing.options. The initialization process is controlled by 
OS JCL and ASP initialization control cards. 

The application programmer should confer with the system programming 
staff when completing ASP control cards for his job. some of the 
control card parameters will reguire knowledge of the standards 
established within the installation. 

The following chart summarizes many of the functions available to the 
application programmer from ASP. For more detail, see appropriate 
control card explanation in this chapter. 


ASP Control 


Feature 

_Card_ 

Parameter 

Print multiple copies 

FORMAT 

COPIES^n 

Punch multiple copies 

FORMAT 

COPIES=n 

Suppress printing of DATASET 

FORMAT 

COPIES=0 

Suppress punching of DATASET 

FORMAT 

COPIES=0 

Submit data mode 2 data 

DATASET 

MODE=C 

Specify single-space print 

FORMAT 

CONTROL=SINGLE 

Route a data set to a remote 
location 

FORMAT 

DEST=location 

Specify special forms 

FORMAT 

FOEMS=name 

Specify printer overflow off 

FORMAT 

OVFL=OFF 

Specify special print train 

FORMAT 

TRAIN=name 
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specify special carriage tape 
or FCB load 

Route TSO output to TSO terminal 

Select a CPO for execution 

Specify a job class of 2 or more 
characters 

Specify job execution limits 

What to do if CPU fails 

Submit a job from another 
location 

Specify DEADLINE for execution 

Build a job network 

Write a message to the operator 

List a deck of cards 

Copy a deck of cards 


FORMAT 

CAERIAGE=name 

FORMAT 

USER=userid 

MAIN 

SYSTEM=name 

MAIN 

CIASS=name 

MAIN 

CARDS=/LTNES= 

MAIN 

FAILURE=options 

MAIN 

ORG=loc-name 

MAIN 

DEADLTNE=list 

NET 

See Chapter 4 

OPERATOR 

text 

PROCESS/FORMAT 

PRINT with FORMAT 

PEOCESS/FORMAT 

PUNCH with FORMAT 


C ONTR OL CMP SYMB OLO GY 

All ASP control cards are identified by //* in card columns 1 through 
3 followed by a keyword. In those cases in which the parameter list 
associated with an ASP control card may exceed the capacity of a single 
card (such as //^FORMAT and //*MAIN), the list may be extended to a 
continuation card by punching a nonblank character into column 72 of 
the first card, punching //* in columns 1, 2, and 3 of the continuation 
card, and resuming the text in column 4 of the continuation card. A 
keyword and its parameters must not be split between two cards; that 
is, the initial text on the continuation card must be a keyword. 
Comments should not be punched in ASP control cards. 

The symbols listed below are used in the command formats to show the 
user how and when to write certain operands, 

I Vertical stroke. Means "or". For example, A|B means either 

the character A or the character B. The user does not write 
this symbol. 

/ Slash. Means ’’not". For example, /(SY1,SY2) means do not 

schedule SY1 or SY2. 

( } Braces, Indicate that one of the enclosed alternative items 
must be written by the user. For example: 

MODE= {E|C} 

means that either E or C must be written by the user. The 
user does not write this symbol. 

[ ] Brackets. Indicate that the item, items, or groups of items 

within the brackets are optional and may be omitted at the 
user's discretion. For example: 
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[PTLES=nTi] 

means that the entire operand may be omitted if the user 
does not wish to designate the number of files. The user 
does not write this symbol. 

r [ } ] Braces within brackets. Indicate that, although the entire 

item is optional, if the user elects to make an entry, he 
must choose one of the values enclosed within the braces. 

For example: 

[DEN= [^01 5561 200} } 

means that the user may either omit this operand entirely 
or he may choose to use it, in which case he must select 
one of the specified values. The underline means that if 
the user chooses to omit the item, the program will 
automatically select the underlined value, 

, Comma. Used to separate operands. A comma must be written 

in place of any omitted optional positional operand unless 
no other positional operand follows. A comma must precede 
a symbolic operand only when another operand appears before 
the symbolic operand. 

( ) Parentheses. Used to mark a group of similar items such as 

a series of suboperands, and must be written by the user 
exactly as shown. In most cases, suboperands are positional. 
Parentheses must be used even if there is only one item in 
the group. 


AS P COMJOL CAEDS 


DATASET 

//^DATASET DDHAME=ddname[,J=CNO| YES} ][,M0DE={EIC} ] 

Provision is made in ASP to permit additional input data sets from the 
input stream. This dynamically created data set can be referenced by 
the DDNAME in the jobs JCL anytime during the life of the job, or a 
//*FOEMAT card can reference this data set. The //^DATASET card defines 
the beginning of an additional data set that can contain OS JCL and/or 
data. A data set should be terminated by a //*ENDDATASET card. 

DDNAME=ddname 

Defines the ddname to be used to reference the data set. 

J= (NO I YES] 

Determines how the data set is to be terminated. NO indicates that 
reading an OS JOB card will terminate the data set. YES specifies 
that OS JOB cards can be included in the data set and a //^ENDDATASET 
card must be provided to terminate the data set. 

HODE= (EIC) 

Defines the card reading mode. E specifies that the cards are to 
be read as EBCDIC with validity checking. C specifies that the 
cards are to be read in card image form (column binary or data mode 
2 ) . 
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N ot e MODE=C is invalid for jobs to be read by the Disk Deader 

(DR) and Tape Reader (TR) DSPs, and for jobs submitted via 
RJP. 


Zl parameter is ignored when MODE=C is specified. The data 

set must be terminated with a //*ENDDATASET card. 


Zl. ^ jobstream contains a //^DATASET MODE=C, the operator 

must include the C operand in the CALL for the Card Reader 
(CR) DSP, that is, CR,C. 


Not8 ;4: When a data set specified in a //*DATASET card is to be used 

as input to OS, the DD card referencing that data set must 
include the following parameters: 

//ddname DD ONIT= (CTC,,DEFER) , 

// VOL=SEE=dummy-name, 

// BCB= (RECFM=F,LRECL = 80,BIKSIZE=80) 

However, if MODE=C was specified, then LRECL=160 and 
BLKSIZE=16G, 

ddname - as specified in the DDNAME= parameter, 
dummy-name - a dummy serial number. A unique 
name must be formulated for each 
data set in the job; the name 
chosen also must not duplicate 
that used for a real volume (tape 
on disk). 


Example 1: //DD5 DD SYSOUT=A 

//DD6 DD DNII= (CTC,,DEFER) ,V0L=SER = DDMNY, 

// DCB= {RECFM=F,LRECL = 80,BLKSIZE=80) 

//^DATASET DDNAME=DD6 

123 679 ABC 

124 679 INPUT 
etc. 

954 321 NOW 

//START JOB MSGXEVEL= (1,1) 

//STEP EXEC 

In Example 1 a data set will be created that can be referenced by DD 
name DD6, The data set will contain all of the information between 
the //^DAIASET card and the OS JOB card. 

Example 2; //DD5 DD SYSOUT=A 

//^DATASET DDNAME=APPLES,J-YES 
//J2 JOB HSGCLASS=9 

//STEP EXEC PGH=WORK 

//DS DD DNIT=2314,VOL=SER=123456,DISP=NEW 

etc. 

//^ENDDATASET 
//*DATASET DDNAME=PEAR 
data 

//EXAa2 JOB 
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Example 2 shows creating a data set, DDNAME=aPPLES, that con-^ains the 
JCL between the //*DATASET and //*ENDDATASET. This example also 
includes a second data set that is to be referenced by DDNAME=PEAR. 

Example 3; //DD5 DD sysouT=A 

//^DATASET DDNAME=GOOD,?10DE=C 

Column Binary (Data l^ode 2 format) cards. 

//J3 JOB 
//STEP EXEC 
//DEXM DD * 

Column Binary (Data Mode 2 format) cards. 
//*ENDDATASET 
//J41 JOB 

In Example 3, all of the cards between the //^DATASET and //^FNDDATASET 
cards will be read in card image mode. 

Example 4: //DD5 DD SYSOUT=A 

//SYSIN DD DATA 
//=J=DATASET DDNAME-SOSO, J = YES 
//J2 JOB 

//STEP EXEC 

etc. 

//^ENDEATASET 

/* 

//J3 JOB 

In Example 4 the cards following the SYSIN DD card, down to the /* 
card, will be included as SYSIN data to the program and no additional 
data sets will be created because of the //=^DATASET card. 

Example 5; //DD5 DD SYSOOT=A 

//*DATASET DDNAME=NONO 
data cards 
//SYSIN DD DATA 
//A JOB 

//S EXEC 

//D1 DD 

//^ENDEATASET 

Example 5 will produce unpredictable results. The data set, defined 
by DDNAHE=NONO will contain the following data cards plus the //SYSIN 
DD card. Jobname A will be a separate job and the //*ENDDATASE^ card 
will be ignored. 
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ENDDATASET 


The //*ENDDATASET card terminates the creation of an input data set. 

It must appear immediately after the last card for that data set. Refer 
to the //^DATASET card for examples of usage. 

//*ENDDATASET 
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FOBBAT 


The, //*FOHHAT card communicates special destination and format related 
instructions to the system for processing the print and punch data 
sets, //*F0Sf5AT cards are required only for nonstandard data set 
processing such as routing, multiple copies, etc. The system default 
data set handling is specified to ASP on the sysotJT initialization 
control card. The application programmer should consult his system 
programming staff for installation standards that could dictate use of 
a //*FOBMAT card. 

Multiple //*FOaMAT cards may be used for any data set to specify 
different special requirements for each copy of the data set, 

//*FOHHAT {PRfPOINJP|AC},text 

The keyword PU signifies that this //*FORMAT card is associated with 
a punch data set, PR indicates that this card is associated with a 
print data set. HJP indicates that this card is associated with and 
directly follows a //'♦'PROCESS HJP 10 card. AC is used in conjunction 
with TSO to describe data sets destined for TSO terminal users. 

//^FORMAT and PU, PR, HJP, or AC are separated by one or more blank 
columns. The text portion of the card is different for each type of 
data set and is explained below. 

If //*PH0CESS cards are used, the //♦FORMAT card or cards must be placed 
immediately following the associated //♦PROCESS card. 

Not e; //♦FORMAT cards referencing the same ddname should be placed in 
descending order; that is, the least qualified ddname last. 


(£S) 

The text for the //♦FORMAT card for Print consists of several keyword 
parameters. The keywords and their subparameters are; 

//♦FORMAT PR,DDHAME=[ddname] 

[ ,DEST= fAHTLOCALJ device-namel group-name) ] 

[ ,CONTRdL=fPR Q(;aA afSINGL£|DOOBLE> ] 

[,COPIES=flTan} 3 
[.FOaMS^fSTANPARDIform-naael] 

[ ,CARRIAGE-(STANDARD]carriage-tape-name)] 

( ,TRAIN=(STANDARdTaN}GN}HN|PN lQNj QNC)EHISMlTN jXN]YHIPCSAHI 
PCSHifT 

[ ,0VFL= (OFF JON} ] 

D.DHAME=ddnaiae 

Specifies the ddname of the data set to which this card applies. 

This ddname should be qualified to the level required 
(procname.stepname.ddname), when the DDMAME= is given and no ddname 
follows the - sign, the parameters specified become the defaults 
for the job and apply to all print data sets that have no //*F0EMAT 
cards. 

DEST=(ANYIOCRIIdevice-name]group-name} 

Specifies the printer to be used for output. If the parameter is 
omitted, the first available printer in the origin group {the group 
of printers defined for the local or remote locations) that fulfill 
all processing requirements will be assigned. If the job originated 
at a remote Rjp terminal, the output will be returned to the 
originating terminal group, if ahtlocAL is specified the data will 
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foe processed on any local printer that fulfills all processing 
reguireaents, 

CONTSOL={^OGflAM| SINGLE 1 DOnBLE) 

Specifies the type of forss control to be used. PROGRAM indicates 
that the carriage control character is the first character of each 
logical record in the data set, if the problem program DCB (or DCB 
parameter on a DD override) specifies either "A" or **M" carriage 
control; otherwise, no carriage control is assumed. This character 
may be either the extended OSASI code supported by OS, which includes 
those codes defined by OSASI FORTRAN (preferred), or the actual 
channel command code for the Systeffl/360 and Systera/370 channel. 

SINGLE indicates forced single spacing. DOUBLE indicates forced 
. double spacing. 

COPIES^nInn} 

Specifies the number of original copies to foe printed for this data 
set (maximum is 99). If zero is specified, printing for this data 
set is bypassed. 

FOEMS=fSTANDARD I form-name} 

Specifies the printer forms to be used. STANDARD indicates that 
standard installation forms, as specified in the ASP initialization 
STANDARDS card, are to be used, otherwise, the form name or the 
form number of special forms that are to be mounted is given. This 
field has a maximum length of eight characters. There is no checking 
of character restrictions, 

CARRIAGE= fST^NDARglcarriage-tape-namej fcb-load-name| 

Specifies the carriage tape or Forms Control Buffer (FCB) load to 
be used. If the parameter is omitted or is specified as STANDARD, 
the installation standard carriage tape or fcb is used. This field 
may have a maximum of eight alphameric characters. 

For 3211 type printers, a module must foe included in the ASP program 
for each fcb-load name. The module name is ’FCB2* plus four 
characters of the user’s choice. 

TRAIN={STAND^SP1AN|GN|HNj PN|QN|QHCJ HN)SNJTN}XN|YN|PCSAHIPCSHN) 

Specifies the printer train to be used. If the parameter is omitted 
or is specified as STANDARD, the train specified in the ASP 
initialization STANDARDS card is to be used. Since these are not 
standard machine features, the programmer should verify that the 
installation has the required printer train before he specifies one 
of these parameters. 

The TfiAIN= parameter should not be used for output destined 
for a remote RJP terminal. 


OYFL= fOFFION} 


specifies whether or not the printer program should test for forms 
overflow. ON specifies that the printer program should eject 
whenever the end-of-forms indicator (channel 12) is sensed. OFF 
specifies that forms overflow control is not to be used. 

Note * For RJP the overflow test is a responsibility of the terminal 
package for the remote RJP terminal. 
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Examples of //^FORMAT cards for Print are: 

//*POa^AT PR,DDNAME=STEP1.SYSPaiNT,C0PIES=2 
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The above card specifies that two original copies are required for the 
STEP1.SYSPBINT data sat, and that any printer that has standard forms, 
train, and carriage tape mounted may be used. 

//’i'FOHMAT PR,DDNAME=STEP1 . S YSPRINT , FOR MS=2-SEC RET 

The above card specifies (by local convention) that two-part paper with 
preprinted SECRET classification is required for the STEP 1.SYSPRTNT 
data set. 

//^^'FORMAT PR,DDRAME=REPORT2,DEST=PR1,CONTROL=SINGLE,COPTES=3 

The above card specifies that the data set REP0ET2 should be printed 
on printer PR1 under single-space control and that three original copies 
are required. 

//^FORMAT PR,DDNAME=,DEST=ANYLOCAL 

The above card specifies that all data sets without FORMAT cards are 
to be printed on any local printer. 


P unch Text (PU) 

The text for the //^f^FORMAT card for Punch Service consists of keyword 
parameters. The supported keywords and their definitions are: 

//=«'FORMAT PU,DDNAME=ddname 

[ ,DEST=(ANYLOCAL|device-name[group-name} ] 

[ ,COPIES= QInn} ] 

[,FORMS={STANDARDI form-name} ] 

[ ,INT= [YES I NO] } 


DDNAHE=ddnarae 

Specifies the qualified ddname of the data set to which this card 
applies. If the DDNAME= is given without the ddname, the parameters 
specified apply to all punch data sets without FORMAT cards. 

DEST={ANYLOCALfdevice-name I group-name} 

Specifies the punch unit to be used for output. If the parameter 
is omitted, the first available punch unit in the JOB origin group 
will be assigned. If the parameter is omitted, and the job 
originated from a remote RJP terminal, the output is returned to 
the originating terminal group. If ANYLOCAL is specified the output 
is processed locally. 

COPIES= {JInn} 

Specifies the number of copies to be punched for this data set 
(maximum is 99). If zero is specified, punching for this data set 
is bypassed. 

INT= {YES|NO} 

Specifies whether or not the output is to be interpreted. 
Specification of YES will cause an attempt to obtain a device type 
PUN3525I. If DEST does not include a 35251, TNT=NO is substituted. 

FORHS={STANDA RD I form-name} 


Specifies the card forms to be used. This field may have a maximum 
of eight characters. Omission of this field or the use of STANDARD 
indicates that standard installation card forms are to be used. 
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An example of a Punch //^FORMAT card is; 

//^FORMAT PU,DDNAME-PUNCH0DT,DEST=PU1,FORHS=RED-STRP 

The above card causes Punch service to punch one copy of the data set 
named PUNCHODT on unit PUI. Before processing, Punch Service is 
required to request the operator to insert "RED-STRP" cards into the 
designated punch. 


^2^ Processinq Text ( NJPT O) 

The text for the //^FORMAT card for NJP consists of keyword parameters. 
These keywords and their definitions are; 

//*FOSKAT NJP,FROri-terminal-name 
,DEST=terminal-name 

FROH=terminal-name 

Specifies the name of the NJP terminal from which the job will be 
transmitted. 

DEST=terminal-name 

Specifies the name of the NJP terminal to which the job will be 
transmitted. 

The terminal name may be determined by reference to the NJPTEPH 
initialization control card. The terminal name for the local Support 
Processor is located on the STANDARDS initialization control card. For 
information on the initialization cards, see your system programming 
staff. 

An example of an NJP //’S'FORMAT card is; 

//^FORMAT NJP,DEST=NYOEK,FROM=LAX 

Example 1 - NJP program: 

//SAMPLE JOB 123,ASP,MSGLEVEL= (1,1) 

//^PROCESS RICONTL 
//★PROCESS MAIN 
//★PROCESS NJPIO 

//★FORMAT NJP,FR0M=LAX,DEST=DETR0IT 
//★PROCESS NJPIO 

//★FORMAT NJP,FR0M=DETR0TT,DE5T=NYC 
//★PROCESS PRINT 
//★FORMAT PR,DDNAME^=SYSPRINT 
//★ENDPROCESS 

//STEP EXEC PGM=SAMPLE 
OS JOB DECK 

In the sample NJP program SAMPLE will be processed on any Main 
Processor. The job and its output will be sent to DETROIT which will, 
because of the //★PROCESS NJPIO card {see //★PROCESS cards in this 
manual), send the job and its output to NYC. NYC will print the data 
set described by DDNAHE SYSPRINT. This is an example of transmitting 
to a location where there is no direct connection from LAX to NYC, 

Example 2 - NJP Program: 

//SAM2 JOB 

//★PROCESS NJPIO 

//★FORMAT NJP,FROM=LAX,DEST=NYC 
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//^PROCESS 
//^PROCESS 
//^PROCESS 
//♦FORMAT 
//♦PROCESS 
//♦FORMAT 
//♦ENDPROCESS 
//STEP EXEC PGM=SAM2 
OS JOB DECK 


RICONTL 

MAIN 

NJPIO 

NJP,FROM=NYC,DEST=LAX 

PRINT 

PR,DDNAME=FT06F001 


In Example 2, job SAM2 will execute in New York and will be returned 
to Los Angeles for printing. 


A S P Created ^ta Sets Text (AC) 

This FORMAT card is used by TSO users or local users wishing to route 
data sets to TSO users. TSO users should use the installation-defined 
TSO output class to retrieve their output. This will reduce the need 
for //♦FORMAT AC control cards, 

//♦FORMAT AC,DDNAME={ddname|SYSMSG} 

[,EEDEST=printer-name ] 

[ , OSER=userid ] 

[ ,PEINT= {NO| YES} ] 

The DDNAME parameter is the ddname on the DD card that represents the 
output which the user desires to access. This DD statement must be of 
the form; 

//name DD SYSOUT=class 

The SYSMSG ddname will provide the user with OS SMBs (System Message 
Blocks) . 

The BRDEST parameter defines the device name of a printer that may be 
used to print the user-specified job output in the event this output 
cannot be sent back to the user. The printer name must be a valid ASP 
printer name. 

The USEE parameter allows the user to specify a USERID other than his 
own. The USERID is used to inform the TSO user when his output may be 
accessed. 

The PRINT parameter indicates to the ASP Created Data Set (ACDS) DSP 
whether or not the DDNAME output is to be printed after successful 
creation of the TSO EDIT accessible data set. If this parameter is 
not specified or PRINT=NO is specified, the ACDS DSP will ensure that 
the affected data set is not processed by ASP Print Service after 
completion of ACDS processing. If PRINT=YES is specified this data 
set will be printed. 

The following are examples of //*FORHAT AC ASP control cards: 

1. //*FORMAT AC,DENAHE=SYSMSG 

2. //♦FORMAT AC,DDNAHE=FT06F001,ERDEST=RH001PR1 

3. //♦FORMAT AC,DDNAME=SYSPRINT,DSEE=IBMUSER,ERDEST=PR2 

In Example 1 the user has indicated that SYSMSG output is to be sent 
across the CTC to be processed by ADSGEN (an ASP module which creates 
and catalogs TSO output data sets) at which time he will be notified. 
Example 2 is similar to Example 1 except that if ADSGEN processing 
cannot be accomplished the FT06F001 job data set output is to be sent 
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to a printer on remote terminal RH001PR1. Example 3 is similar to 1 
and 2 except that a specific user (IBMUSEH) is to be notified when the 
processing of the SYSPRINT output is complete. 
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MAIN 


The MAIN card is used to define the Main Processor dependencies for 
the current job. Many of the pacaraetecs are used to override parameters 
of the SIANDAHDS Initialization control card. 

//“MAIN [SYSTEM= fANY j LOCAL}REALj main-name) (main-name,main-name,...M 
/{main-name,main-name,,,,)) ] 

[,TYPE= fANYl VS2|MVT} ] 

f,LINE3=7nnn[, (WARMING|CANCEL1DUMP) ]) ] 

[ , CARD3= (mini * (WARNING jCANCSLj DUMP} ]) ] 

[,HOLD- (NO I YES} ] 

[ ,SETUP=(ddname,ddnama,,,) |/(ddnaroe,ddname,.,) j 
[,CLAS3 = class-name 1 

[, FAILURE^(RESTARTjCANCELlHOLDjPFiNT} ] 

[ , J0B3TEP= fNOCHKPNTICHKPNT} j 
[ , NJPCLASS=class-na[ne] 

[ ,HOTJOB= fNOI YES] ] 

[,ACHATM=main-name] 

[,ACHOLD=(NO I YES} ] 

[,IORATK= fiiDl HIGH|LOW} ] 

[ , ORG=group-na me ■) 

[, DEADLINE=(time,type[ ,(date jrel,cycle} ]) ] 

[,FETCH= (ALLJN0NEI3ETUP1 (ddname,j / (ddname,...)} ] 

[,JPRTY=(ASP!JOB} ] 

[,LR EGI0N= nnnn k] 

SYSTEM= (listed-above) 

The SYSTEM parameter defines the Main Processor name{s) or type of 
system to be used for this job. 

ANY defaults to any system (real or local) that will satisfy 

the joo requirement. 

LOCAL job is to be run on a local Main Processor only. The LOCAL 
Main Processor is the main in which ASP is resident. 

REAL job is to run on any real (non-iocal) Main Processor that 
will satisfy the job requirements. 

main-name or (main-name,main-name,...) defines the only Main 
Processor (s) to be considered for this job. 

/(main-name,main-name) defines the Main Processor (s) to be excluded 
from consideration for this job. Any Main not excluded will 
be a possible candidate for execution of this job. This 
job will be flushed with an error if all Main Processors 
are excluded. 

TYPE=(ANY!yS2IMVT} 

The control program to be used. If the type control program 
requested is not active on the system requested with the SYSTEM 
parameter, the job will wait indefinitely until that control program 
is active. 


LINES=(nnn[ ,{ WARNING) CANCEL} DUMP} ]) 

The estimated maximum number of lines of data, in thousands, to be 
printed for this job. The entered information overrides the 
installation standards established by the ASP initialization 
STANDARDS control card. The second subparaieter specifies the action 
to be taken when the line estimates are exceeded; 
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WAFMItJG (or W) Issue operator warning and continue processing 
CANCEL {or C) Cancel the job 

DUMP (or D) Cancel the job with OS ABEND dump 

CARDS= <nnn[ , ffe'AFNING J CANCEL j DUMP} ]) 

The estimated number of cards, in hundreds, to be punched for this 
job. Processing of this parameter is identical to that of LINES, 
above, except that if zero is specified, the Punch Service Scheduler 
Element is set complete, and no punching occurs for this job. 

HOLD= fNOl YES] 

If HOLD=yES is specified, the job will be entered into the system 
in operator hold status and will be withheld from processing until 
the operator requests its release. This parameter is used for 
submitting a job that has dependency upon external operator action, 

SETUP= (ddname,ddnaffle,...) J/ (ddnaiDe,ddname...) 

The SETUP parameter is used to modify the standard setup algorithm 
used by the Main Device Scheduler in assigning devices to a job 
prior to its execution on a Main Processor. The absence of this 
parameter causes device requirements for mountable tape and disk 
volumes to be calculated by the system for the entire job. 

Additional information on the use of SETUP is contained in Chapter 
7 of this manual. 

(ddname)^ specifies the DD statements (that is, 

stepname.procstepnaae.ddname, if applicable) that are 
to be setup before a job enters execution. If this 
parameter is used, enough devices must be referenced to 
allow allocation for the step using the largest number 
of devices. If any setup cannot be allocated and enters 
OS allocation recovery, the job will be canceled. The 
ability to specify fewer devices than required in total 
applies only to tape; all disk references must be 
processed by setup. 

No te: There is no distinction made between concatenated JCL cards and 

the card to which they are concatenated. Therefore, any 
reference to a concatenated DD should be avoided. Jobs requiring 
such a reference should allow OS to set up its devices by 
specifying SETUP=/(ddname) , 

/(ddname)- removes the specified DD names from consideration for 

setup. If setup is required, it will be handled by 03. 

Example: //EX1 JOB 

//♦MAIN SETUP= (DD1,DD2) 

//STP1 EXEC 

//DD1 DD ONIT=^2314, V0L=SEH=V0L1,DISP=0LD X 

// D3N=EXAISPLE 

//STP2 EXEC 

//DD2 DD DNIT=2314,SPACB=(TFK,1) ,yOL=SEE=yOL2 X 

DSN=EXAaPLE2 

In this example (job EXI) two units will be set up, one each for 
the DD1 and DD2 statements. 

The following is an example of a job that will be canceled because 
of invalid use of SETUP, 
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//EX2 JOB 

SETUP= (DD1 ,DD2) 

//STPI EXEC 

//DD1 DD UNIT=2 314, V0L=SER-70L1 ,DI3P=O.LD X 

// DSN=EXAfiPLB 

//STP2 EXEC 

//DD2 DD DSN=ASP.SY3PRIMT,DISP=0LD^V0L=REF=*.3rPl.DD1 

This job (EX2) will be canceled because the SETUP parameter specifies 
two units are to be set up and the OS JCL specifies one unit because 
of the refer back (*.STP1.DD1) in the DD2 statement. This situation 
could be corrected by specifying either SETUP=DD1 or SETnp=DD2. 

CLA SS=class-name 

Th^ CLASS parameter defines the job class for this joD, The name 
may be one- to eight-characters. If a single character class name 
is used it may be specified on the JOB card. If this parameter is 
omitted and no class is specified in the JOB card the installation 
standard class is used. A valid CLASS parameter on the //*HAIN card 
overrides a valid CLASS parameter on the JOB card. 

EAILURE={CANCEH HOLD| PRINT|BESTABT) 

Specifies the job recovery option to be used in case of system 
failure for non Hot Jobs (Real or Local). This option overrides 
the installation standard, CANCEL cancels the job on the Main 
Processor. HOLD holds the job for restart on Main. PRINT prints 
the job and then puts the job in hold for restart on Main. RESTART 
restarts the job on Main. 

JOBSTEP=fCHKPNT|NOCHKPNT} 

Specifies the job step checkpoint option. CKKPNT causes a checkpoint 
to be taken at the end of each job step on Main. This checkpoint 
contains the current status of all ASP output data sets for the job. 
If an »iSP system failure occurs on the support Processor before the 
job is completed on Main, all output up to and including the last 
cotaplete job step will be saved and made available for output 
processing, (No output data is lost when a system failure occurs 
on a real Main Processor.) output processing will occur after an 
ASP restart wh=‘n FAILURE=CANCEL or FAILURE = PRINT is used. If the 
job is restarted on Main (which would occur when FAILUFE^RESTART, 
FATLURE=HOLD or FAILURE=?RINT is used), no data from the previous 
run is saved (that is, the checkpoint information and all of the 
output data sets will be purged). NOCHKPNT stops the checkpoint 
facility. 

N JPCL AS3=ciass-nai!ie 

Specifies that this job is to he placed into an identifiable group 
of jobs that may be transmitted via NJP, During processing, the 
operator may initiate transmission of this entire group of jobs with 
one operator command rather than entering a separate command for 
each individual job. The class name may be alphameric and consist 
of from one to eight characters. It aay oe specified as an actual 
terminal name if desired. 

R0TJ03= fNQlYES} 

Hot Jobs, or non-ending tasks, can be scheduled by ASP. If an ASP 
system failure occurs while a Hot Job is active, ASP can be restarted 
without interrupting its execution. In addition, for Hot Jobs 
utilizing the ASP setup facility, the allocated devices will be 
reserved over an ASP restart. As a result there will be no 
rescheduling requirements for the Hot Jobs after an ASP restart. 

Hot Jobs cannot use the CTC for SYSIN or 3YS0UT. 
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ACMIIN=fflain-naEe 


Defines a Wain Processor which has TSO resident. For more 
information, see the section, ”Using ASP TSO Support" in this manual. 
This parameter must be used in conjunction with the //*PORMAT AC 
card if ASP job output is to be sent to TSO terminal users other 
than the submitter. 

ACHOLD= fNQlYES] 

This parameter should be used dj the TSO user who wishes to submit 
a job to ASP for processing. It allows him to temporarily suspend 
output processing while he inspects his results. Provides the 
ability to place the job in hold status after the ACDS DSP has 
processed the data sets defined by the //*FOHflAT AC cards. A use 
of this parameter is to allow the user to examine his SYSMSG data 
set to determine successful job completion and then either release 
or cancel the job, via the appropriate TSO commands. 

IOEATE=fLOWlHIGHlWED} 

This parameter describes the I/O to CPU ratio for a job as being 
Low, High, or Kedium I/O. Wain Service attempts to balance the 
mixture of jobs executing on a Wain Processor based upon this lORATE 
If this parameter is omitted, the installation default for this 
job class will be used. 


OFG-group-name 


The OKG parameter is used to override the group name of the device 
from which this job entered the ASP system. Normally any output 
from a job is directed to the same group of devices from which it 
originated. This parameter will cause any output to be directed to 
the specified group, unless specifically directed by a //*FOaMAT 
card. This may be specified by the user who temporarily must use 
an alternate HJP workstation but would like all his output to be 
processed as it was entered through his normal sources, 

DEA DLINE= (time, ty pe[ , (date) rel,cycle} ]) 

Time may be specified in minutes, hours, or wall clock time. It 
specifies the time that the job is due to be completed. Specifying 
time in minutes requires the letter M, (1H), one minute; time in 
hours the letter H, (1H), one hour. Time as wall clock time requires 
four digits, 0800, eight AH. 

The type field is a single character and must match one of the 
installation deadline types. If an invalid deadline type parameter 
is specified, it is ignored by ASP, and the job is processed without 
deadline support. 

The date is an optional parameter that specifies the date on which 
the time parameter will expire. The date is specified as HWDDYY. 

If date is omitted, the current date is assumed provided that the 
current time is less than the deadline time. If the current time 
is greater, the next day's date is assumed. The rel and cycle 
parameters are for production runs which are run on a periodic basis. 
Cycle is either WEEKLY, MONTHLY, or YEARLY. The rel parameter 
modifies cycle by specifying what day within the cycle the deadline 
falls. To specify Sunday of every week, code 1,WEEKLY Saturday 
would be 7,WEEKLY, The last day of every month would be 31,MONTHLY. 
Year end jobs might be 365,YEABLy. Weekly values are truncated to 
7 if greater than 7, monthly values are truncated to the last day 
of the month if greater than that day, and yearly values are 
truncated to the last day of the year if greater than that. Thus, 

8,WEEKLY becomes 7,WEEKLY, a non-leapyear February specification of 
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31,MONTHLY, becomes 28,MONTHLY, and a non-leapyear specification of 
366,YEABLY becomes 365,YEARLY. 


If the current date is specified and the job was submitted after 
the deadline time, all of the priority changes will be applied to 
make it the same priority level it would have been if it had been 
submitted prior to the deadline and not completed. 

The following two examples will show a job submitted before and 
after its deadline. The //*MATN card used for the examples and the 
Deadline type defined at ASP initialization are shown below. 


//*MAIN DEADLINE=(0800,A,032173) 


DEADLINE A= (1 0,1H, +1,3OM) 
cause priority 10 to be s 
increment the priority by 
complete. 

Example 1: 


Job submitted 0400 

0700 
0730 

Deadline 0800 

0830 

Job complete 0840 

Example 2: 

Deadline 0800 

Job submitted 0840 

0900 

Job completed 0910 


specifies deadline type 
t 1 hour before a job*s 
1 every 30 minutes until 


PETY=5 
Set PRTy=10 
increment+1 PRTY=11 
increment+1 PRTY=12 
increment+1 PRTY=13 


priority calculated an 
increment+1 PRTY=14 


A. Type 
deadline 
the job 


d set to 


A will 
and will 
is 
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FETCH= (ALL|NONE!SETUPI (ddname) |/(ddname)} 

The ASP R/I will issue Fetch messages to the console designated for 
tape and disk setup. This parameter will override the installation 
defined standard for this job. 


ALL 


Messages will be issued for all volumes in DD statements using 
ASP setup devices except permanently resident volumes. 


NONE 


No Fetch messages. 

SETUP 

Only messages for the volumes in the DD statements specified in 
the SETUP parameter on the //*MATN card. If no SETUP parameter 
is supplied, the FETCH parameter will default to ALL. 

(ddname) 

Only the volumes in the DD statements specified will be fetched. 
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/ {ddname) 


Issue fetcTi massages for all volumes in setup DD statements 
except these that are listed. 

JPETY= fASPlJOB} 

If JOB is specified, the job will be run on Main using the PBTY 
parameter from the JOB card. If this parameter is omitted or 
JPRTY=ASP is used, the execution priority will be assigned by ASP. 

Job priority is changed after job selection but before job execution. 
Therefore the original priority is used for job selection and for 
any post-execution processing. 

Example: //*MAIN SYSTEM=REAL,IINES= (2,W) , X 

//=fClASS=ABLE, JOBSTEP=CHKPNT 

This job can execute on any real Main Processor. All DP cards 
for a job will be set up before the job will schedule on a Main 
Processor. checkpoints will be taken at the end of each job 
step. 

L’REGICN=nnnnk 

lEEGION should closely approximate the largest step's workingset 
in real storage during execution. The LREGION parameter applies to 
those jobs that may execute on a VS2 Main Processor either 
specifically or through the ANY designation of the TYPE= parameter. 
The LSEGIQN (logical region) is used internally by ASP to optimize 
scheduling on a VS2 Main. If this parameter is omitted ASP will 
determine the value of LREGION based on the LSTRR assigned to this 
job's class during ASP initialization. It is recommended that the 
application programmer consult the system programming staff prior 
to using the LREGION parameter. 
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NET 


The //*NET control card idsntifios to the ASP system the relationship 
ot dependent jobs that are members of a given job-net. Specifically, 
this control card defines the iinic netween a predecessor job and its 
successor job (s). In turn, successor jobs may be predecessors to other 
jobs of a job-net. 

Only one //*NET card may kje defined for each job of a job-net. 

Two forms of notation are allowed in defining keywords. Listed first, 
in the keyword definitions, is the long form of notation. Listed second 
is the shorthand form. These notations may be mixed on the //*NET 
card. 


The format of the //*NET card is: 

//*NET fNETIDIID}=ndme 
[ , fNHOLDIHC} =n ] 

[,fR ELEASEIRL}-(jobnamel,jobname2,...,jobnamen)] 

[ , fNOR«ALj NC}=(DIFIS) ] 

[ , [ABNORMAL I AB} = [R | FI D} ] 

[ , fOPhOLDl 0H} = fN07YES} ] 

[, (RELSCHCTJ SS}=n] 

[, fNETREL]NR) = (netid,jobnaae) ] 

The keywords and thoic parameters are defined as: 

fNETIDlID}=name 

NETID specifies the name of the job-net of which this job is a 
member. The name must be alphameric and may consist of one to eight 
characters, the first of which roust be alpha. All jobs put into 
the system with the same netid form a Dependent Job Control (DJC) 
job-net. NETIDs must be unigue within the ASP system. 


Duplicate job-nets cannot exist since a job that has the same 
NETID as an existing job-net is added as a member to that 
job-net. 


[NHOLD)HC}=n 

This parameter specifies the number of immediate predecessor job 
completions required before this job can be released for scheduling. 
When this parameter is defined, the job is placed into DJC hold 
status when it enters the system. N has a range of 1 to 32,767, 

If n is zero or not specified, then this job has no predecessors 
and is immediately eligible for scheduling. 


Note^ If an incorrect MHOLD count is specified, two situations can 

occur: (1) if n is greater than the actual number of predecessor 

jobs, then this job will not be released from DJC hold when all 
of its predecessors complete execution; (2) if n is less than 
the actual number of predecessor jobs, then this job will be 
prematurely released from DJC hold. 

[RELEASE!PL]=(jobnamel,jobQame2,...,jobnamen) 

The release parameter is used to denote jobnames of successor jobs 
to this particular job, From 1 to 50 successor jobnames may be 
specified, Jobnames may be from one to eight alphameric characters, 
the first of which must be alpha. 
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Note^, This is the only //*SET parameter that aay be split on a //*RET 
continuation card. 


fNORMAHNC} = {DJ F] R} 

This parameter specifies the action to be taken for this job vhen 
any predecessor successfully completes execution. 

• flush this job from the system as veil as its successors. 

The job will be canceled vith print and all successors are 
canceled regardless of their NC or A8 specifications. 

• R=retain this job in the system and do not decrement the NHOLD 
count- This suspends this job and its successors from scheduling 
until positive action is taken either by resubmitting its 
predecessor or via operator action- 

• D=decrement the NHOLD count of this job. If the HHOLD count 
goes to zero, this job is released from DJC hold and becomes 
eligible for scheduling. 

{ABNOPHAL}AB}={R1P|D} 

This parameter is the converse of the normal parameter and is used 
when a predecessor abnormally completes execution. F, R, and D are 
defined above. 

fOPHOLDlOH} = YES} 

Specification of this parameter causes this job to be placed in 
DJC-operator-hold. Operator hold prevents scheduling of this job 
until it is explicitly released from hold via operator action. DJC 
operator hold is independent of the normal ASP operator hold 
funetion¬ 
es ELSCHCTJRS} =n 

This parameter is called the release-scheduling-connt parameter. 

It can be used in conjunction with those members of a job-net which 
are ASP SETUP jobs. Its function is to allow a dependent job to be 
scheduled through the SETUP function of ASP before all of its 
predecessors have completed execution. At the point in processing 
a net job where the MHOLD count becomes less than or egual to its 
release schedule count, the job is made eligible for scheduling 
through the ASP SETUP function, N has the same range as the NHOLD 
parameter. If M is zero, it is the same as no parameter 
specification, 

Rotex This parameter must not be specified for a job which aay have 
catalog dependencies. That is, it is mutually exclusive of 
catalog dependent jobs. 

Specification of this parameter is invalid for nonstandard DJC 
jobs. 

rNETPBLl NR)=(net-id,jobname) 

This parameter is called the net release parameter. It provides a 
function in DJC which allows a job of one job-net to be a predecessor 
to a job of another job-net. To identify the alien successor to 
this job, the successors jobname and SET ID must be defined as the 
parameters of the NETHEL keyword. The NETREL parameter may be 
specified once for each job of a given job-net. 
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Hefer to the section of this manual entitled "Using Dependent Job 
Control (DJC)" for additional inforaation and examples. For more 
detailed information on DJC, refer to the System Prograaier’s Hanual. 
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OPEBATOa 


The //*OPEBATOR card is used to transmit any desired message to the 
operator. Columns 1 through 80 of the card are sent to the LOG console 
when the job is entered into the ASP queue. 

//’^OPEBATOE text 

Examplei //*OPEBATOR CALL EXT. 641 WHEN THIS JOB STARTS 
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PROCESS 


Jobs submitted to tke Support Processor locally through an attached 
card reader, tape unit, or disk unit normally are routed first to the 
Reader/Interpreter, then to the Main Processor for execution, then to 
Print and punch services, and finally to the Purge program. 

Standard processing is sufficient for most program execution; however, 
nonstandard jobs require special steps to be performed on the Support 
Processor either before or after execution on the Main Processor. This 
nonstandard job routing is specified by inserting a series of //♦PROCESS 
cards, in the desired sequence, into the job deck behind the JOB card. 
When a //^PROCESS MAIN card is used it must be preceded by a //*PROCESS 
RICONTL card. 

If a particular function requires //♦FORMAT parameter cards, these 
card.s must immediately follow the associated //♦PROCESS card. The 
I maximum number of //♦FORMAT cards per //♦PROCESS card is dependent upon 
I ASP buffer size. For information on the use of //♦PROCESS cards in 
scheduling callable DSPs, see Chapter 8 in the section "Background 
Utility Programs", of the ASP Operator’s Manual. 

The format of the //♦PROCESS card is; 

//♦PROCESS function-name 

The function name, which follows the //♦PROCESS verb is separated from 
it by one or more blanks, and is from one to eight characters in length. 
This name must be listed in the ASP Dynamic support Program Dictionary. 
(See Appendix A for a list of DSP names.) Reference to a function not 
contained in the ASP DSP Dictionary will cause the job to be terminated- 

An example of a //♦PROCESS card is; 

//♦PROCESS PUNCH 
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ENDPBOCESS 


When //*PEOCESS cards are used, they must be terminated by an OS control 
card, or by the //♦EN-DPBOCESS card. When used, the //*ENDPROCESS card 
terminates the control card processing phase of Input Service and must 
be the last ASP control card of the sequence. 

The format of the //^ENDPEOCESS card is; 

//’i'ENDPEOCESS 
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READER CONTROL CARDS 


//★^command cards 

Cards having //** in columns 1 to 4 may have special meaning to ASP if 
placed before the first JOB card in a submitted job stream. Operator 
commands may be submitted via a reader by punching the command into a 
card, starting in column 4. Also, an input reader may be halted 
temporarily by punching the pseudo command PAUSE, starting in column 
5. 

The use of these cards normally would be directed by an installation's 
systems programming staff for system status control and system checkout. 

Operator's instructions on the use of reader control cards is contained 
in Chapter 5 of the ASP Version 3 Operator's Manual, GH20-1289, 
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fis iCL 


The JCL paraieters used by the application prograaner are not 
restricted, but some of the paraaeters aay taXe on additional aeanings 
or usage; for ezaaple, for job scheduling, deteraining use of the CTC, 
etc*. The cards affected in an ASP environaent are the JOB, EXEC, and 
DD cards. 


JOB CARD 

ASP uses the JOB card paraaeters to determine how the job is to be 
scheduled. The BEGION, CLASS and PRT7 paraaeters are used in 
conjunction with the installation defined scheduling algorithas to 
determine the scheduling. The //♦HAIN card, if supplied, has paraaeters 
that can be used to override or farther define part of the scheduling 
algorithms. The application prograaaer should consult the system 
programming staff about using JOB card paraaeters to best effect* It 
should be noted that the REGION parameter on the JOB or EXEC card is 
handled in the normal manner. Ho special processing occurs for Region 
determination in the job steps. 

Main storage hierarchy support is not available in ASP. REGION 
specifications originally aade for hierarchy support do not have to be 
recoded. The system will sum the values coded and use the sun as the 
job’s region requirement. 

MT may not be used as the job name on a JOB card. 

TYPRDN=HOLD has no significance and is ignored by ASP. 

If the job’s REGION parameter is too large to execute on every Main 
Processor in the ASP complex the specific Mains should be selected on 
a //♦MAIN control card. 

The 0S/VS2 HULL statement will be supported as a job terminator. If 
the following statement is not another HULL statement or an 0S/ys2 
comment statement, it will be assumed to be an OS/7S2 JOB statement. 


EXEC CARD 

If any EXEC step of the job specifies a prograa name of JCLTEST, the 
ASP R/I will flush the job with its interpreted JCL written to the ASP 
SISMSG print data set accompanied by a JCLTEST message. This facility 
allows one to test only JCL, without using a Main processor or any 
setupable devices. 


DD CARD 

The DD card usage by the application programmer remains unchanged froa 
that of a non-ASP environaent. As in the JOB card some parameters can 
take on additional meaning or usage. ASP will assign DD cards 
describing SYSIH or STSOUT to the CTC, all other DD cards are 
unaffected. 

The DD cards describing SYSIH are determined by checking for an asterisk 
(=’') or the word DATA following the DD operation field. These cards 
are assigned to the CTC by replacing the parameter, * or DATA, with 
UHIT= (CTC,, DEFER) ,DISP= (OLD, DELETE) , 

DSHAME=S6ASPInnnn,DCB={LEECL=80,BLKSIXE=80,SECFI!=F) (nnnn starts at 
0001 and is incremented by one for each SYSIH type data set in the 
job.) OS allocation will allocate this DD entry to the CTC. 
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DD cards containing the parameter, SYSOOT=class, will be assigned to 
the CTC, providing the "class'* has been defined by the installation as 
a class that is eligible. 

DD statements referencing tape devices that are processed by the Hain 
Device scheduler will have tape volume file protect ring status 
monitored. The correct ring status will be reguired as determined by 
the DISP parameter in the DD statement. DISP of NSf or HOD will require 
a ring in the tape volume and OLD must have no ring. 

Following are examples of the DD cards that designate data sets for 
the Support Processor via the Channel-to-Channel Adapter; 

• System input: 

//SYSIN DD * 

• System output that is normally printed: 

//SYSOUT DD SYSOOT=A 


Restr ictions 

• Use of the CTC is restricted to SYSIH or SYSOUT. 

• The SYS IS cannot be blocKed. 

• SYSOUT blocksize must be a multiple of LRECL and less than ASP 
buffer size minus 24 bytes- ASP buffer size is determined by the 
system programmer in the BUFFER initialization card. 

• Concatenation of CTC data sets is not permitted unless the DCB in 
use has the unlike-attribute bit set. In addition, a BPAH OPEN to 
a CTC data set concatenated to a disk data set is not supported 
(this is an error condition). 

• Chained scheduling is not supported for DD entries assigned to the 
CTC, 

• The Data Delimiter Parameter (DLa=), if used on a SYSIN DD card, 
must appear on the first card of the DD statement, not on a 
continuation card. 

• Only one DCB can be open to any CTC-device 3D statement at one 
time. 

• Reserved ASP DD names: SISMSG 

JCBIN 

JCBTAB 

JCLIN 

ASPlnnnn 

• ASP catalog support for the ?SAM replacement of an ISAH data set 
will not recognize multiple device types within a single DD card 
request. 

• VSAM JOBCAT and STEPCAT private library reguests are not supported. 

• HDS is more critical than OS regarding the use of the *DISP* 
parameter for tape mounts (RIHG/NORING) . For example, *013?=HEN* 
mast be used for mini-reel correction tapes because there is no 
ring to remove. 
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• Under ASP, jobs bearing like names vill not be scheduled 
concurrently. They will, instead, be scheduled to run one at a 
time. 

• Any job which requests a device by a specific unit address oust 
include a //*MAIN card specifying the specific system name to which 
the device is attached. 

• The ASP R/l does not perform any checking for the presence of the 
COND parameter on the EXEC card of a step. Therefore, the 
assumption is made that all steps of a job will be executed 
serially, and setup will be performed accordingly. 

• The Channel Separation parameter {SEP=) on a DD card is not 
supported by ASP. 

• OS/VS 1 may request some ASP premounted tape volumes be moved to 
units other than those upon which they are currently mounted. This 
may occur when ’deferred* tape mounting is requested. 
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DECK SET2P 

This section describes the deck setup reqaireaeats for sabaitting 
application programs to the ASP system, ASP permits the programmer to 
incorporate preprocessing and postprocessing features implemented on 
the Support Processor. Using ASP control cards, the programmer 
s,pacifies job requirements to ASP via the input stream, thereby 
eliminating many of the functions ordinarily performed by installation 
personnel, (See the section on ASP control cards for a detailed 
description.) As presented in the input stream, the job may be 
considered as either standard or nonstandard. A standard job implies 
that the routing of the job is determined by Input Service and includes 
the job segments for Reader/Interpreter. Sain Processing, printing, 
and punching, with or without external volumes that require mounting. 

A nonstandard job requires all preprocessing, processing, and 
postprocessing phases to be stated explicitly by the programmer, with 
only the Purge segment and RDS scheduling implied. Note that all jobs 
must have an OS JOB card as the first card. 


STANDARD JOB 

following is a group of examples and explanations for standard job 
execution: 

Example 1: 


//EXAM1 

JOB 


//STEP 

EXEC 

PGM=EXAH1 

//DD1 

DD 

SYSODT=A 

//DD2 

DD 

♦ 

/♦ 

data 



In Example 1, ASP control cards were not included in the job’s JCL. 

The changes which ASP will automatically make to the JCL will be to 
assign DD1 and DD2 to the CTC by adding the OHIT= (CTC,,DEFER) parameter, 
and the installation defined default values for priority, region and 
class will be affixed to the JOB card. 


Example 2: 


//EXAH2 JOB 

//’^MAIN SySTSa= (RAIN 1,SY2,TSOI) ,FAILDRE=HOLD, 

//=«=ACRAIN=TS01 ,108 AT E= HIGH 
//’^PROCESS RICONTL 
MAIN 
ACDS 

AC,DDNAME=DD6,0SE8=TS012 
PRINT 

PR,DDSAMB=DD6,COPIES=3,DEST=Pa2 
PUNCH 

PU,DDNAHE=DD7,DEST-HACHfiOOM, 


//’^'PROCESS 
//’^PROCESS 
//’•'FORMAT 
//^PROCESS 
//^FORMAT 
//♦PROCESS 
//♦FORMAT 
//♦FORRS=5081 

//STEP EXEC PGM=EXAH2 

//DD1 DD user-supplied parameters 

//DD4 DD user-supplied parameters 

//DD6 DD SYSOBT^N 

//DD7 DD SYSOUT=P 

remaining JCL 


X 


X 


Example 2 shows use of //♦FORMAT cards to describe special handling to 
the system or operator. The //♦FORMAT card for Print indicates that 
three original copies of the data set referenced by DD6 are to be 
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printed on PR2. The train, carriage tape, and forms used will be 
determined by the installation as a default value. 

The //^FORMAT AC card is used to send a copy of the referenced data 
set to a TSO terminal user whose ID is TS012. The ACHAIN parameter on 
the //*MAIN card is used to specify the Main Processor to which the 
TS012 user is connected. 

Punch service will reference the //^FORMAT PU card to determine special 
handling for DD7. In the example given, DEST=MACHROOM, where MACHROOM 
is defined as a specific group of devices defined at ASP initialization. 
One copy of the referenced data will be punched using 5081 cards. 

The program EXAM2 can be executed on any one of the three systems 
defined in the //*MAIN card. In the event the support system should 
fail while this job is in execution, ASP will place this job in hold 
status. The job has a high input/output activity. The DD statements 
used for setup will be covered later. 

Example 3: 

//EXAM3 JOB 

//^MAIN SYSTEM==MAIN1 ,HOTJOB=YES, CLASS=LONG 

//STEP EXEC PGM=FOREVER,TIME=1440 

remaining JCL 

EXAH3 is specified as a HOTJOB and has a job class named LONG. Hot 
jobs are normally long running jobs that are not affected by a support 
system restart. The CLASS parameter is used in an installation-defined 
job scheduling algorithm. The CLASS name must match a CLASS name 
defined at ASP initialization. 

Example 4: 

//EXAM4 JOB 

//♦MAIN SYSTEM=/(MAIN1,MAIN2) ,LINES= (2,WARNING) , X 

//♦DEADLINE= (1600,D,2,WEEKLY) ,NJPCLASS = LACC 
//STEP EXEC 

remaining JCL 

This example specifies that MAINI and MAIN2 are not eligible as Main 
Processors for this job*s execution. The job will use the 
installation-defined Deadline Scheduling algorithm type D and will be 
scheduled prior to 4 PH (1600) the following Monday (2,WEEKLY). The 
operator may send this job via the NJP network by referencing the 
NJPCLASS name. 

The use of DEADLINE means that this job is to be scheduled anytime 
prior to the Deadline time. If EXAM4 was entered into the system on 
Saturday at a low priority, it may be executed on Sunday, depending 
upon the number of jobs of higher priority. This meets the requirement 
for the deadline. Another technique would be to enter the job at a 
priority that has been held by the operator. This way the job will be 
held until the DEADLINE algorithm increments and changes the priority 
to a priority level not being held. At this time the job will enter 
contention for scheduling. 

After the job has completed execution it will have to be resubmitted 
for the next week's run; this is not automatic. 
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Example 5: 


//EXAMS 

JOB 



//★MAIN 

SETUP 

= (SI. DD2,S1.DD3,S2.PS1.DD1) 

//SI 

EXEC 

PGM=:EXAM5 


//DD1 

DD 

SYSOUT=A 


//DD2 

DD 

setupable 

disk reference 

//DD3 

DD 

setupable 

tape reference 

//DD4 

DD 

* 



data 



/* 




//S2 

EXEC 

PR0C1 


//S3 

EXEC 

PGM= 


//DD5 

DD 

setupable 

tape reference 

//J2 

JOB 



PROC1 is 

defined 

as: 


//PS1 

EXEC 

PGM= 


//DD1 

DD 

setupable 

disk reference 

//DD2 

DD 

SYS0aT=C 


/* 





Example 5 depicts a job using setup for specific DD names. The device 
types described by the three DD statements will be set up and allocated 
for the life of the job. (Note the device types and numbers of each 
device type will be all that will be available for any step allocation.) 
Step SI has the largest device requirement, with one disk and one tape 
request. 

If this job (EXAM5) was submitted without the SETUP parameter, all of 
the setupable devices would have been set up and allocated for the life 
of the job; that is, DD2, DD3, DD5 and PS1.DD1. This method would have 
two tapes and two disks assigned to this job for its life. 

Invalid control card usage will cause the job to be flushed from the 
system by the Reader/Interpreter DSP after job interpretation. 

The following are examples of invalid or redundant control usage: 

Example 6: 


//EXAH6 

JOB 


//★MAIN 

SETUP= 

(SI.DD1,S1.DD2,S1.DD3) , X 

//★SYSTEM= 

{/HAIN1, 

MAIN2,SY1),TYPE=MET 

//SI 

EXEC 


//DD1 

DD 

DSN=POOREXAM,VOL=SER=123,UNIT=2314,DISP=OLD 

//DD2 

DD 

DSN=SYS1.SVCLIB,DISP=SHR 

//DD3 

DD 

UNIT=2400,DISP= (NEW,KEEP),DSN=NEWOUT 

//DD4 

DD 

SYS0UT=N 

//DD5 

DD 

* 


data 


/* 



//S2 

EXEC 


//DD6 

DD 

DSN=ANY,V01=SER=456,UNIT=2314,DISP=0LD 

//DD7 

DD 

DSN=TEMP,VOL=SER=33,UNIT=2314,DISP=01D 

//DD8 

DD 

SYSODT=9 

//DD9 

DD 

* 

/* 




DD2 references the SYS1.SVCLIB data set which is on a permanently 
resident device and will not require setup. The device types assigned 
this job will be one 2314, because of DD1 and one 2400 because of DD3. 
Step S2 has a requirement for two 2314's; only one 2314 was reserved 
for the job. This step will enter Allocation Recovery to obtain a 
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second 2314 and this will cause the job to be canceled. This job could 
have executed if the SETUP parameter was omitted. 

The SETUP parameter is only one of the errors on the //*MATN card. The 
SYSTEM parameter is attempting to exclude MAINI and allows only HATN2 
and SY1 for scheduling choices, this type of intermixed reference is 
invalid. 

TYPE=HFT is invalid.MET is not supported. 


NONSTANDAED JOB 

A nonstandard ASP job is defined as a job with //^PROCESS cards and is 
a combination of job segments (scheduler elements) that deviates from 
the standard combination of job segments (that is, Eeader/Interpreter, 
Main Service, Print Service, Punch Service, and Purge), Some examples 
of nonstandard Scheduler Element combinations are: 

• A preprocessing job segment such as a JCL generator plus the five 
standard job segments 

• Fewer than the five standard job segments (for example, 
Reader/Interpreter, Main Service, Print Service, and Purge, without 
Punch Service) 

• One or more postprocessing job segments plus the five standard job 
segments 

• One or more job segments, of which only Purge is a standard job 
segment 

A nonstandard job is specified to the system by a JOB card, followed 
by a //*PEOCESS card for each job segment, followed by the normal OS 
deck. In a nonstandard job, there must be a //^PROCESS card for each 
job segment except Purge. 

The following are examples and explanations for nonstandard job 
execution: 

Example 1: 

//EXAM1 JOB 

//^PROCESS EICONTL 
//★PROCESS MAIN 
//★PROCESS PRINT 
//★PROCESS PUNCH 
//★ENDPEOCESS 
//SI EXEC 

remaining JCL 

Example 1 is a simple explanation of submitting a job via //★PROCESS 
cards. The given example would execute the same as a standard job 
without ASP control cards. Five scheduler elements would be created 
for this job. The RICONTL DSP will create the OS control blocks for 
the Main Processor, the next scheduler element. The Print and Punch 
DSP's can be scheduled to execute in parallel. PURGE is the last 
function in any job and has a scheduler element created automatically. 


CAUTION: Anytime a //★PROCESS MAIN is used a //*PROCESS RICONTL card 

must precede it and the two must execute in the same system; 
that is, a //*PROCESS NJPIO card may not be placed between 
the MAIN and RICONTL statements. 
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Example 2: 


//EXAM2 JOB 

//^f'PROCESS NJPTO 

//♦FORMAT NJP,FROM=LAX,DEST=AKRON 

//♦MAIN CLASS=REM,ACMAIN=TSOS 

//♦PROCESS RICONTL 
//♦PROCESS MAIN 
//♦PROCESS ACDS 

//♦FORMAT AC,DDNAME=TERMODT,USEE=TERM10 

//♦ENDPROCESS 

//SI EXEC 

remaining JCL 

EXAM2 will be sent via NJP to another ASP Support Processor at 
DEST=AKRON. The processing at that location can be done on any Main 
Processor in the system. The RI DSP must be executed on the support 
system to which the Main Processor is connected. The ACDS DSP 
(//♦PROCESS ACDS) will send to the TSO terminal user, TERH10, the data 
set described by DD name TERMOUT. The terminal user is connected to 
the Main Processor named TSOS (ACMATN=). Output to the terminal user 
is the only output used from this job. 

Example 3: 

//EXAM3 JOB 

//♦PROCESS RICONTL 
//♦PROCESS MAIN 
//♦PROCESS PRINT 

//♦FORMAT PR,DDNAME=ODTPDT,CONTROL=DODBLE 
//♦PROCESS PLOT 
//♦PROCESS TT 

IN= (TA7),MDI=T,ID=DEP836,FILESs2 

//♦ENDPROCESS 

//SI EXEC 

//OUTPUT DD SYSOUT=G 

//DD1 DD UNIT=24007,DTSP= (NEW,KEEP) 

remaining JCL 

Here is an example of using user-written DSPs and ASP utilities. PLOT 
is a user-written DSP and is to be executed after Print Service has 
completed. The DSP TT is the Tape-to-Tape utility and is followed by 
the parameters needed to function. The ASP utilities and their usage 
are covered in Chapter 8 of the ASP Operator’s Manual. 

The following examples have invalid or redundant entries: 

Example 4: 

//EXAM4 JOB 

//♦PROCESS MAIN 
//♦PROCESS PRINT 
//♦PROCESS PUNCH 

//♦FORMAT PR,DDNAME=NONO,DEST=MACHROOM 
//♦PROCESS PURGE 
//♦ENDPROCESS 
//SI EXEC 

remaining JCL 

The //♦PROCESS card for RICONTL is missing, //♦FORMAT PR is not 
following the proper PROCESS card (PROCESS PRINT) . 

The //♦PROCESS Purge card was supplied, but will be ignored by ASP. 
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Examp-ie 5; 


//EXRM5 

//♦PROCESS 

//♦PROCESS 

//♦PROCESS 


JOB 

SICONTL 

HRIN 

PRINT 


//♦ENDPROCESS 

//♦FORHAT Pa,DDNAHE=N0N02,DEST®3211 
//♦PROCESS PONCH 

//♦FORHAT Pa,DDMAflE~PONCH,COPIBS=2 
//SI EXEC 


The placeaent of the //♦ENDPBOCBSS card will cause the reaaiQing ASP 
control cards to be ignored. 


The ASPNEHS facility of Print service provides a DSP that will create 
an output data set that is printed after every job. This facility can 
be used to broadcast general info nation to the ASP systea users. Print 
Service prints the ASPNEWS before the final burst page. 

ASPNEWS is updated by a noraal OS job with the following JCLs 

//ASPNEWS JOB... 

//♦PROCESS ASPNEWS 
//♦DATASET DDNAME=ASPNE«S 
DATA CARDS 

(each data card produces one line of print) 

//♦ENDATASET 

The ASPNEWS output data set is terainated by resubaitting the ASPNEWS 
job uithout data cards. 
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CHAPTER 4. U SING DEPgNDE^ JOB C ONTR OL fpJCl 


Dependent Job Control (DJC) is used when a system or collection of jobs 
must be executed in a specific order due to job dependencies* It is 
invoked via the //*NET control card submitted with each job in a defined 
network of jobs, its function is to make a given job in a net eligible 
for scheduling based upon predecessor job completion. Jobs that depend 
on one or more predecessor jobs to complete are called successor jobs. 


OJC S CHED ULING CRITERIA 

Predecessor completion (NORllAL or ABNORHAL) is the event in DJC 
processing which invokes successor job updating. The NHOLD parameter 
is operated upon based on the NORaAL/ABNORMAL parameter specification 
of a successor job. A successor job is made eligible for scheduling 
when its NHOLD count becomes zero. This applies to the SETREL 
facilities where two distinct networks may have jobs with dependent 
relationships. 

For a standard ASP job, a predecessor is considered completed when it 
has finished aain Processing, Successful completion is defined as 
NORSAL job completion, successors to the completing job are updated, 
based on their normal parameter specifications. If a predecessor is 
terminated because of a JCL error at Reader/Interpreter time, it must 
be corrected and resubmitted. No action is taken to update successors 
in this case. If the predecessor had abnormally completed on Bain 
Processor, then the successor update function would be based on ABNOBBAL 
parameter specifications. Abnormal completion is defined when an OS 
message is received for a job with the prefix "IBF45". 

Resubmittal of a previously failed DJC job (that is, failed in 
execution) will be allowed if there is at least one uncompleted 
job remaining in the network. 

An additional job completion option is available for the standard ASP 
DJC job. A problem program may issue a HTO (write-to-operator) message 
which will invoke DJC updating at the point in time when the message 
is received. For example, the iTO could be issued in step one of a 
ten-step job. Thus, a DJC job may be updated before job completion, 
causing successor jobs to be operated upon. The HTO format to invoke 
this option is as follows: 

*1 *18 

ASPDJCx jobnase net-id where; 

x=1 Represents normal job completion 

x=2 Represents abnormal job completion 

* (field locations in message - fixed format) 

Nonstandard ASP DJC jobs require a //♦PROCESS DJC control card. The 
position of this card, within the set of //♦PROCESS cards for a 
nonstandard ASP job, indicates at what point this job is considered 
complete to DJC. That is, the time its successors should be considered 
for scheduling. The //♦NET control card must precede the //♦PROCESS 
DJC card in the input stream. Nonstandard jobs are always considered 
to complete normally. 

Not e: If a nonstandard DJC job contains a Bain-Service scheduler 

element, then the //*PROCESS DJC control card may be removed 
from the job, allowing job execution to determine DJC completion 
criteria. 
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The RELSCHCT parameter is a facility which allows early scheduling of 
a successor job. This function is intended to allow DJC ASP setup jobs 
to be scheduled through the ASP SETUP function and placed in a HOLD 
status until its predecessors complete processing. The facility is 
invoked when the NHOLD count becomes less than or equal to the RELSCHCT 
count. Care must be exercised in defining the EELSCHCT count for a 
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job. If a job is allowed into SETUP too early, then resources may be 
tied up for ah extended period of time. The RELSCHCT parameter is not 
applicable to nonstandard jobs. 

Under the NETBEL function, a job of a given net is a predecessor to a 
job of a different net allowing inter-net dependence. The parameter 
specifications of the successor jobs in one net are dependent upon the 
completion of the predecessor job of the given net as well as any other 
predecessor defined. This function applies to both standard and 
nonstandard jobs. 


No te: For further information on parameters used in Dependent Job 

Control (DJC) see ASP control card write-up on //’S'NET Card in 
Chapter 3. 


OJC JOB^NET DEFINITION 

Once a collection of dependent jobs has been identified, then it is 
necessary to translate the intra-net dependencies to //*NET control 
cards. The following is a suggested guideline for defining DJC 
networks: 

1. Construct a node-diagram of the network, connecting dependent 
jobs with lines indicating the flow of job execution through 

the network- Write the jobname of each job inside its respective 
node. Assign a NETID. 

2. Note next to each node the number of predecessors to this job, 
including predecessors of other job-nets, if applicable. In 
addition, if early SETUP scheduling is desired, specify here as 
RS-count. 

3. Jobnames of the applicable successor jobs for each node can be 
observed directly from the diagram. If a node has a successor 

in a different net, then list the successor jobname and successor 
net-id in parentheses. 

4. Note next to each node of the network the disposition of this 
job based on predecessor completion. 

5. If a node represents a nonstandard job, then write NS inside 
the node. 

6. Based on the node-diagram, construct the //*NET control cards 
and //^PROCESS DJC control cards, where applicable. 

7. net verification: It may be desirable to verify the //*NET 
definition of a new network. One way this could be done is to 
use a network of jobs that execute the OS-job, IEFBE14. The 
general format for each job of the net would be: 

//jobname JOB ETC,.., 

//♦NET control card 
//STEP1 EXEC PGM=IEFBR14 
/* 

In this way, all DJC net functions and definitions can be tested 
without using actual jobs. 

The diagram to control card translation is: 

ITEM 1 = Jobname and NETID 

ITEM 2 = NHOLD count and RELSCHCT count 
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ITEM 3 - EELEASE jobnames an5/or NETREL net-id and jobname 

ITEM 4 = ABNORMAL and NORMAL parameters 

ITEM 5 = Requires a //^PROCESS DJC control card 

The^following examples demonstrate the application of the DJC network 
definition guidelines. The examples progress from simple to more 
complex networks. Example 1 shows the step-by-step application of the 
DJC network guidelines. 

Example 1: A single string network 

Given; 

(a) Four jobs. A, B, C, and D 

(b) NETID is EXAM1 

(c) A, B, C, and D are standard ASP jobs 
1. Network diagram; EXAM1 


O 


t 



From this diagram, the predecessor/successor relationship can be 
observed. 
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2 


Number of Predecessors: 



3. Successor jobnames: 



Job B is a successor to A 


Job C is a successor to B 


Job D is a successor to C 
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4. Job disposition based on predecessor completion, R=ABNOT?HAL, 
N='HOEHAL 

O. 


t 



No te : Defaults: NONHAL=D (decrement) and ABNOBMAL=R (retain) 

5. All standard jobs 

6. //*NET control card definition 


J OBNAHE 


Con tr ol Card 


A //*NET NETID=EXAM1,RELEASE= (B) 

B //*NET NETID=EXAnl ,RELEASE= (C) ,NH0LD=1 , ABNOEMAL='R 
C //*NET NETID=EXAM1,RELEASE= (D) ,NH0LD=1,ABNORMAL=F 
D //*NET NETID=EXAM1,NH0LD=1 


Example 1 comments: 

• For Job B, ABNORMAL=R is default and need not be specified. 

• If job B abnormally terminates, then jobs C and D will be flushed 
from the system by specification of A=F on the //*NET cards. That 
is, the jobs will be canceled with print. 
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Example 2: Multiple Successor Jobs 
Given: 

a) Seven jobs, A through G 

b) NETID is EXAH2 

c) Job B is a nonstandard job 
Network Diagram: EXAM2 



A=F A=F A=F N=F 


//*NET control card definitions: 


For Job 


Control card 


A 

B 

B 

C 

D 

E 

F 

G 


//*NET NETID=EXAH2,EELEASE-(B,C) 

//*NET NETID=EXAM2,EELEASE=(D,E,F),NH0LD=1 
//^PROCESS DJC 

//*NET NETID=EXAM2,EELEASE=(G) ,NH0LD=1 
//*RET NETID=EXAM2,NH0ID=1,ABNORMAL=F 
//*NET NETID=EXAM2,NH0ID=1,ABNORMAL=F 
//*RET NETID=EXAM2,NHOLD=1,ABNORMAL=F 
//*NET NETID=EXAM2,NH0ID=1,NORMAL=F 


Example 2 comments: 


• The abnormal parameter specification for successors to Job B would 
not be effective since nonstandard jobs are always considered to 
complete normally. 


• Job G will be retained if Job C abnormally terminates. 

• Jobs D, E, and F will become eligible for scheduling at the same 
time. 
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Example 3: Multiple predecessor jobs 
Given: 

a) Given 6 jobs, A through F 

b) NETID is EXAM3 
Network Diagram; EXAM3 



//*NET control card definitions: 


Fo r Jo b 


Control Card 


A //*NET NETID=EXAM3,RELEASE= (C,D) 

B //*NET NETID=:EXAM3,RELEASE=(C,D,E) 

C //*NET NETID=EXAM3,BELEASE= (F) ,NH0LD=2 

D //*NET NETID=EXAM3,RE1EASE= (F) ,NH0LD=2,ABN0RMAL=F 

E //*NET NETID = EXAM3,RELEASE= (F) ,NH0LD=1 

F //*NET NETID=EXAN3,NH0ID=3 


Example 3 comments: 


• Job F will be made eligible for execution when Jobs C, D, and E 
have completed Main Processor execution. 


• If Job A or B abnormally terminates, then Job D will be flushed 
from the system which will cause Job F to be flushed. Because Jobs 
C and E assume default disposition on predecessor completion they 
would remain in the system if one predecessors completed abnormally. 

In this situation, a predecessor should be corrected and resubmitted 
to the system. Once it completes normally, it*s successors will 
be made eligible for scheduling. 

Example 4: Complex Network: 

Given: 

a) Ten jobs, A4 through J4 

b) NETID=EXAM4 

c> NETREL for JOB 14 is EXAM1 from Example 1, Release jobname is C 
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d) C4 and J4 are nonstandard jobs 


Network Diagram: EXAM4 

EXaM4 




//*NET control card definition (shorthand notation) 



JOB 



Control Card 


A4 


//♦NET 

ID=EXAM4,R1=(C4) 


B4 


//♦NET 

ID=EXAM4,RL=(C4,D4) 


C4 


//♦NET 

ID=EXAM4,RL=(E4) ,HC=2 


D4 


//♦NET 

ID=EXAM4,RL=(E4,I4) ,HC=1 


E4 


//♦NET 

ID=EXAM4,RL=(E4,H4) ,HC = 2,RS=1 


E4 


//♦NET 

ID=EXAM4,RL=(G4),HC=1 


G4 


//♦NET 

ID=EXAM4,HC=1,NC=F 


H4 


//♦NET 

ID=EXAM4,HC=1,AB=F 


T4 


//♦NET 

ID=EXAM4,HC=1,RL=(J4) ,NR= (EXAM1,C) 

* 

J4 


//♦NET 

ID=EXAM4,HC=1 


A 

//*NET 

ID = EXAm 

,RL=(B) 


B 

//*NET 

ID=EXAM1 

,EL= (C) ,HC=1 


C 

//*NET 

ID=EXAM1 

,EL=(D),HC=2,AB=F 


D 

//♦NET 

ID-EXAMI 

,HC=1,AB=F 

* 

This job 

requires 

a //♦PROCESS DJC control card. 


Example 4 comments: 

• Job E4 has a release schedule count of 1 specified which causes E4 
to enter scheduling when its NHOLD count becomes 1. E4 must have 
no catalog dependencies, 

• Job G4 can be assumed to be a cleanup job. That is, if E4 complete 
normally, then G4 will be flushed from the system. H4 is the 
converse of G4. 





• Job c of EXAM1 has an NHOLD count of 2. It requires coiapletion of 
14 and B before it can be scheduled. 
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chapter 5^ USING INTERNII; JOB ^OCESSING (IJP) 


The ASP system Internal Job Processing (UP) routines provide an 
interface to the ASP system during program execution. This generalized 
interface is composed of: 

• An interface subtask called IJPWTR, which is attached by the program 
that is required to transmit data to the ASP system for processing 

• The ASP system IJP Dynamic Support Program that directs the 
transmitted data to the requested DSP. The program or system 
requiring IJP may reside on a real or a local ASP Main processor 
and may submit data from tape or direct access device for 
processing. 

Some examples of possible IJP usage are: 

• A conversational terminal system reguired to submit job input to 
ASP for scheduling and processing, such as CALL/OS or CRJE 

• A job required to print or punch prior to termination of execution, 
such as IMS 

• A job that builds a JCL input stream and must submit it for 
processing, such as a user written JCL compiler 

• A job that will schedule another selected job upon termination 

In essence, IJP can be used to provide a logical extension of the card 
reader and ASP control card capabilities to the using task. 

There are no machine requirements unique to IJP other than those 
required by ASP and the IJP user task. The OS ATTACH macro which should 
be used to invoke IJPNTR creates an independent subtarsk that can wait 
for I/O, storage, etc,, without interfering with the operation of the 
task that attached it. 


Data is input to an ASP DSP during program execution by attaching the 
IJPNTR module. This module performs the necessary steps to interface 
to the ASP system. The programming requirements for this use of IJP 
are: 

1. The 03 assembler macro ATTACH is used to create a subtask which 
may execute independently of the originating or attaching task. 
A parameter list is passed via the ATTACH macro; this list 
contains: 

• The address (first word in the parameter list) of the 
six-character volume serial of the disk or tape containing 
the data set to be processed 

• The address (second word of the parameter list) of the 
44-character name of the data set to be processed 

• The address (third word of the parameter list) of the 
eight-character member name if the data set is partitioned 
organization; otherwise, the address of an area containing 
eight blanks 
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The address (fourth word of the parameter list) of the 
eight-character name of the ASP DSP that is to process the 
data set 

The address (fifth word of the parameter list) of a 
four-character processing options indicator area - the first 
of these four characters indicates that the parameters are 
to be added to a checkpoint data set (C), after which the 
attaching task may resume execution while the subtask 
processes the parameters from the checkpoint data set; or 
(S) indicates serial processing, where the attaching task 
waits for all subtask services to complete before continuing. 
The second character indicates that the input is on direct 
access (D) or on tape (T). The third character, if (S), 
indicates that a direct access data set to be sent to ASP 
is to be scratched after being sent to ASP. The fourth 
character is presently unused. Example options are: C, D, 
blank, blank (checkpoint, direct access, no-scratch, null). 

The address (sixth word in the parameter list) of a 
four-character ECB, which is posted by the subtask at the 
end of serial processing or checkpointing of parameters 
(initially hexadecimal zero). 

The address (seventh word of the parameter list) of an 
eight-byte word aligned work area (initially hexadecimal 
zero) used by the TJPWTR subtask to determine whether to 
continue processing or to cease processing and return. The 
attaching task indicates cease processing to the TJPWTR 
subtask by moving hexadecimal *0F» to the first byte of the 
doubleword. The attaching task may then determine when the 
IJPWTR subtask has completed by examining the TCBLTC field 
in the attaching task's TCB. When this field is zero, no 
subtasks are outstanding. 



2- The additional Job Control Language 


requirefflents for the job that attaches IJPSTfi are: 

• A DD card of the fornat //iJPHTfi DD SYSODT^s(class) , where 
class is a class defined as TYPE-DSISO on an ASP SYSOUT card 
in the ASP initialization dech (see ASP System Programmer's 
Manual, SYSOOT card). 

• If the input is on tape, a DD card with the ddname IJPTAPE, 
describing the standard labeled tape containing the^ data 
set to be processed 

• If the input is on direct access, one or more DD cards with 
ddname of the format IJPDAxxx, where xxx is of the user's 
choosing. This DD card must reference the volume on which 
the information to be submitted is contained. 


Natii other DD names of this format should be specified. 

Also, if a cataloged procedure is used to execute the 
program, the DD cards must be included in the procedure, 
not appended to it. 


• If the checkpoint (C) option is desired, a checkpoint data 
set is created initially with null (all EBCDIC zero) 
80-character entries. This data set is used by the IJPWTfi 
program to save input parameters. A DD entry describing 
this checkpoint data set must be included with DCB 
subparameters LEECL and BLKSIZE equal to 80 (card image) 
with ddname CKPTDD and RECPH^F. 
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3. A sasple usage of ATTACH is: 



LA 

1,IJPHPLST LD R1 ADDS PARS LIST 


ATTACH 

liF=(E, (1) ) ,EP= IJPWTR 


WAIT 

etc. 

ECB=IJPECB WAIT FOR SOBTASK POST 

IJPVOL 

DC 

CL6* VOLSER* 

IJPDSN 

DC 

CL44*FULLY.QOALIFID.DATA.SET.NAME* 

IJPMEM 

DC 

CLS'MEMBNAME* 

IJPDSP 

DC 

CL8* ASPDSPHM* 

TJPOPT 

DC 

CL4*CD* 

IJPECB 

DC 

P*0* 

IJPWORK 

DC 

2F'0* 

IJPWPLST 

DS 

OF 


DC 

A (IJPVOL) 


DC 

A(IJPDSN) 


DC 

A (IJPMEM) 


DC 

A (IJPDSP) 


DC 

A (IJPOPT) 


DC 

A (IJPECB) 


DC 

A (IJPWORK) 


EatSl When coding the ATTACH macro the parameters must appear 
in the order given. 


In addition to the previously mentioned considerations, the ASP UP 
DSP must be active for the logical Main Processor from which the input 
will be sent. Figure 4 shows an overview of the IJP/ASP interface. 

The following restrictions apply in the use of IJPBTR: 

1. Input data to IJPWTR to be sent to ASP must not have HECF(!=0 or 

LSFCL greater than ASP buffer si 2 e minus 24 bytes. 

2. Input data to IJPHTB to be sent to ASP for processing by the 

I3DRVE or PONCH DSPs must have record lengths of either 80 or 
81 characters. Input for other DSPs must have record lengths 
less than 252, 

3, A given job mast wait for an existing IJPSTR subtask to complete 
prior to attaching a subsequent IJPHTR. 

4, Multiple jobs with the same jobname that attach IJPRTR may not 
be run concurrently. 

ECB completion codes returned by IJPWTR subtask: 

• r*04* - NO more room exists in checkpoint data set for further 
entries. 

Action: Re-Attach using serial (S) optioa. 

• x*08* - Permanent errors processing checkpoint dataset. 

Action; Contact system programmer to correct/save checkpoint 
dataset or re-Attach using serial (S) option. 

• x*0C< - I/O errors while processing on the chanael-to-channel 
adapter. 

Action: Contact system programmer or try again. 

• x*10* - I/O errors while processing Input dataset specified by 
Attaching task. 
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Action: Contact systei progranser to correct or recreate the 

dataset. 

• - Processing option of TAPE (T) was specified but ao DD naae 

of IJPTAPE was found. 

Action: Correct JCL and resubmit JOB. 
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• x'18* - Processing option of DISK (D) was specified and either no 
DD entry of IJPDAxxx was found or the requested VOLSER was not 
mounted. Action: Correct JCL and resubmit. 

• x'20' - The DISK dataset specified was not found. 

Action; Create dataset or correct JCL and resubmit. 

Information regarding messages issued by IJPWTR (format IJPWXX) is 
contained in the ASP Version 3 Messages and Codes Manual, GH20-1290. 


Parent task (e.g., TSO) 
desiring to input data to 
ASP uses ATTACH macro to 
create IJPWTR subtask. 

IJPWTR subtask processes 
parameters passed by parent 
task which points to infor¬ 
mation to be sent to ASP for 
processing. 

IJPWTR and ASP UP DSP com¬ 
municate and pass information 
to be processed via the channel 
to-channel adapter (real 
or logical) , 


ASP Logical Main 
Processor 



(Parent Task) 

OS Task Using ASP UP 

Other 

OS/360 

ATTACH 

Tasks 

Control 

(Attached Subtask) 


Program 

IJPWTR subtask to 
interface with ASP 

UP DSP 
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I 


I 


ASP UP Dynamic Support Program 
processes information sent by 
IJPWTR and provides interface to 
pass data to processing DSP. 


Processing DSP requested by 
parent task on Main then 
processes the data according 
to DSP's function. (TSDRVR, 
PRINT, PUNCH) 


I jASP Logical Support Processor 


ASP UP DSP 

Other 

OS/360 





Tasks 

Control 

DSP requested by task 


Program 

on Main to process 
data 

Other ASP Functions 




Figure 4 


UP ASP Overview. 






Submi^in^ Create d Jobs via ISDRV R 

If a requirement exists merely to submit a created job stream to the 
ASP system after job execution is completed, scheduling the ISDRVR DSP 
through use of the //^PROCESS control card will accomplish this. For 
example: 

//AJOB JOB 836,JONES,PRTY=2,REGION=50K 

//^PROCESS RICONTL 

//^PROCESS MAIN 

//^PROCESS ISDRVR 

MYJOBIN 

//^PROCESS PRINT 

//^PROCESS PUNCH 

//*STEP1 EXEC PGM=MYPGM 

//MYJOBIN DD DNIT= (CTC,,DEFER) 

etc. 

The above example illustrates a job which will create one or more other 
jobs to be sumitted to the ASP Input Service routines for processing 
after termination of execution on the Main Processor. The name on the 
parameter card following the //*PROCESS card reflects the name of the 
Job Data Set (JDS) entry that contains this job or jobs to be processed 
by ISDRVR. ISDRVR is the same module that normally processes jobs 
submitted from card readers, tape readers, or disk readers. 
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CHAPTER 6^ U SING NETWOM JOB PEOCESIIIO (1^1) 


Network Job Processing permits two or more ASP Support Processors to 
schedule and route ASP jobs from one Support Processor to another via 
communication lines. The programmer may schedule jobs to be executed 
at a remote ASP installation by using nonstandard job processing with 
//^PROCESS cards. A job with standard processing (one without //* 
PROCESS cards) may be scheduled for remote processing via NJP by the 
ASP operator, NJP may not be used on Dependent Job Control (DJC) jobs 

Scheduling a job to be run remotely via NJP requires the following 
cards: 


//^PROCESS NJPIO 

//=^=EORMAT NJP, DEST=dest inat ion-terminal, EROM=source-terminal 

The destination and source terminal names can be derived from the 
NJPTERH initialization control cards. 


Jobs that are scheduled for NJP by the //^PROCESS card may execute and 
complete all functions on the destined system, or specified functions 
may be selected. NJP scheduling is requested by specifying //*PROCESS 
NJPIO. If the job is to be transmitted by the ASP operator, all 
functions of that job will be completed on the destined system. 


The following is an example of a job being sent from NJP local terminal 
LAX to a remote ASP system terminal called NYORK. The job is to execute 
on the Main Processor at NYORK and then return to LAX for printing and 
punching; 


//AJOB 

//^PROCESS 

//^FORMAT 

//^PROCESS 

//^PROCESS 

//^PROCESS 

//^FORMAT 

//♦PROCESS 

//♦PROCESS 


JOB 836,ASP,PRTY=14 
NJPIO 

NJP,DEST=NYORK,FROI!=LAX 

RICONTL 

MAIN 

NJPIO 

NJP,DEST=LAX,FROH=NYORK 

PRINT 

PUNCH 


OS job Stream 
/* 

Whatever job steps are required at the remote location should be 
included between the //♦PROCESS NJPIO card sending and the //♦PROCESS 
NJPIO card returning the job. However, it is not necessary to provide 
a //*PR0CESS NJPIO card to return a job if no functions are required 
locally. A job may perform the same functions at each location or in 
any combination of locations. This is accomplished by means of the 
//♦PROCESS card. 

The following is an example of a job that is to run and execute on a 
Main Processor, print and punch locally at LAX, and print and punch at 
NYORK. 
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//AJOB JOB 836,ASP,PRTY=10 

//♦PROCESS PICONTL 
//♦PROCESS MAIN 
//♦PROCESS PRINT 
//♦PROCESS PUNCH 
//♦PROCESS NJPIO 

//♦FORMAT NJP,DEST=NYORK,FROM=LAX 
//♦PROCESS PRINT 
//♦PROCESS PUNCH 


OS job stream 
/* 

This job needs no NJP scheduling to return it to LAX since no further 
processing is required there. 

With NJP, a group or class of jobs may be transmitted by using the 
NJPCLASS parameter on the //♦MAIN control card. This is a convenient 
method of identifying a group of jobs eligible to run on a given remote 
ASP system. 
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CHAPTER 


HSING PRE-EXECUTIOH setup QF ^PE MS SISK VOLUME S 


ASP provides the icstalXatioa vith aany tools to help naxiaize systea 
throughput. One such tool is pre-execution setup. This feature alloirs 
pre-fflounting of none or ail non-resident volunes a job nay require 
before CPU resources have been allocated to the job. In doing this 
the job cost is reduced by lowering the job’s execution tine and systea 
throughput is improved by having all resources available prior to 
occupying main storage. 

Three methods are available to cause ASP to do pre-execution setup, 
they are: 

1. Submit the job unmodified - ASP will examine the job’s total 
volume requirements by examining the cards and will allocate 
the number of tape and disk units required. At the appropriate 
time ASP will request mounting of the necessary volumes and will 
verify that mounting was done correctly. In the case of the 
[JNIT= (,,DEFEH) parameter ASP will allocate a device but no mount 
message will be issued until the data set is opened by OS. 

Using this method, if step 1 of the job requires two tape drives 
and step 2 requires two different tape volumes, ASP will request 
four tape units to be allocated to this job for the duration of 
this job on the Main Processor, In this case no operator 
intervention would be required (other than possible multi-reel 
changes) during the entire job execution. However, four units 
were used when two units would have been sufficient to execute 
the job. The trade-off must be evaluated between number of 
units allocated of time required for operator intervention, 
some factors to consider are: length of job steps, total units 
available, critical scheduling nature of the job, etc. If it 
is desirable to utilize fewer units, with the inherent delay 
waiting for operator mounts, use one of the two methods below. 

2. Utilize the SETUP=(ddname,ddnaae -) on the //*MAIH control 

card - The use of this parameter will limit the ASP determined 
SETUP requirements, using the same example as in 1: if only 
two tape units were wanted throughout, the first two fully 
qualified DDNAMEs should be used. This method will assign two 
drives to this job for the duration of the job execution, the 
initial volume mounting will be requested and verified by ASP. 
Subsequent volume mounts will be requested directly by OS. When 
this method is used, care must be taken to specify an adequate 
number of tapes for the maximum job step. If this is not done 
the job will eater allocation recovery and will be automatically 
canceled by ASP. The ability to specify fewer devices than 
required in total applies only to tape; all disk references must 
be processed by setup. 

3. If your installation has included the implicit ’High Watermark* 
exit within the Reader/Interpreter interface, you may submit 
your job unmodified. Implicit high watermark setup refers to 

a setup algorithm which will allocate the minimum number of tape 
1 units for a job. For example if job step 1 requires two tape 

' units and job step 2 requires 2 tape units of the same type but 

no longer needs the tape units of step 1, only 2 tape units will 
be allocated to the job. Your installations*s exit slhould 
dynamically provide the effect of method 2 above without 
requiring any external parameters to be supplied by you. Consult 


59 




the system programming staff to determine if the implicit high 
watermark exit is being used. 

No te: Job Scheduling Consideration - Demand allocation (device requests 

by unit address) must be accompanied by a //*KAIN card directing 
the job to a specific wain Processor. 
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CHAPTER JOB PROCESSING (RJP) 


Jobs may be submitted to ASP for processing from remote binary 
synchronous workstations via RJP. Any job submitted from a remote 
workstation will by default have its output (print and punch) returned 
to the originating workstation unless ASP has been instructed to do 
otherwise via //^FORMAT cards. The remote user has almost all the 
capabilities of the local ASP user with the restriction that Data Mode 
2 input and output may not be used. In addition printer overflow 
specifications may not be uniquely specified by the application 
programmer. 
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CHAPTER 9^ USING ASP/T50 SUPPORT 


ASP/TSO support extends the advantages of ASP multiprocessing to the 
TSO user. This support encompasses the uniprocessor environment in 
addition to the multisystem environment. 


SUB HIDING JOBS VIA TSO 

Background jobs submitted for execution by a TSO terminal user will be 
temporarily placed in the OS job queue. The job will then be read by 
an ASP interface routine and sent to ASP for execution scheduling. 

The processing of jobs submitted to TSO and scheduled by ASP can be 
transparent to the terminal user or the user may take advantage of 
ASP's unique capabilities. 

The only requirement for a terminal user is to include in his JCL an 
ASP control card, //^FORMAT AC, which defines the job output to which 
the user desires access or to specify a DD card with SYSOUT=class, 
where class is defined in the ASP initialization deck SYSOUT card with 
TYPE=TSO. The SYSMSG dataset output may be obtained by specifying 
HSGCLASS=class, as described above in the JOB card JCL statement. Refer 
to the ASP Control Card section for an explanation and examples of the 
//’i'FORHAT AC card. 

An option of selecting a specific Main Processor in the ASP complex is 
available via the ASP control card //*MAIN. Submitting a //*MAIN card 
gives the user the ability to select a computer for its uniqueness, 
that is, computing characteristic, size, I/O, etc. 


UOB OUTPUT AVAI LA BILITY 

The desired output data sets are cataloged on the TSO system and the 
terminal user is notified of this when he logs on the system. The data 
set is then accessible via the TSO EDIT command. To define the data 
set printed at the terminal, the //^FORMAT AC,DDNAME=.... control card 
is used. 

A terminal user may elect to have his data set printed on an ASP defined 
printer located at his site rather than on his terminal. This feature 
is available by using the card: 

//^FORMAT PE,CDNAHE=ddname,DEST=printer-name. 

When using the //^FORMAT PR card the output will go directly to the 
printer, the data set will not be cataloged, nor will the terminal user 
be notified by ASP as to its availability. 

The user may elect to have some data sets sent to a printer at his 
location and still have data sets printed on the terminal by using both 
//’('FORMAT PE and //’('FORMAT AC control cards for the same data set. 


SUBMI TTI NG J OB S DESTINED FOR TSO TER MINA L USEES VIA LOC^ OR REMOTE 
ASP READ ERS 

Jobs may be submitted through a local or remote ASP reader, with 
selected output sent to a TSO terminal user. Using this facility 
requires the use of the //’('MAIN control card and the USER parameter of 
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the //*FOEHAT AC control card. This type of job is a nonstandard job 
and must use //^PROCESS cards. 

The //*MAIN ACMAIN=system-name must be used to define the Main Processor 
where TSO resides. To identify the specific terminal user to receive 
the output, //*FORMAT AC,DDNAME=ddname,ySER=userid must be specified. 

Sending job output to an ASP defined RJP printer at the terminal user's 
site will require the following parameters: 

//’^'FORMAT PR,DDNAHE=ddname,DEST=remote-printer-name 


The printer-name must be known to ASP. 


Example: 


//EXAM 

//*MAIN 

//^PROCESS 

//^PROCESS 

//^PROCESS 

//^FORMAT 

//^PROCESS 

//♦FORMAT 

//STEP 


JOB HSGLE?EL=(1, 1) 

ACMAIR=SY1,ACHOLD=YES 

RICONTL 

MAIN 

ACDS 

AC,DDNAME=SYSMSG,USER=TERM1 

PRINT 

PR,DDNAHE=SYSPRINT,DEST=RM001PR1 
EXEC PGM=X 


When program X completes execution on any Main Processor in the ASP 
system and ACDS has acted upon the //♦FORMAT AC card for the system 
message data set the job will be placed in a terminal HOLD status. The 
terminal user whose ID is TERMI on system named SY1 will be notified 
that the SYSMSG data set has been cataloged on his system. 


The terminal user can access the SYSMSG data set via the TSO EDIT 
command. After examining the data set he may cancel or release the 
job. If released, ASP Print Service will print the SYSPRINT data set 
on the printer named RM001PR1. 


TSO TE RMIN AL USE R COMMMDS MS MES SA GES 
CANCEL (jobnamej (jobname,.-.)} 

CANCEL will cause the job to be terminated. 

EDIT jobname.ddname DATA 

Edit will cause the specified data set (ddname) to be printed on 
the terminal. The user is to extract only the jobname and ddname 
from the data set name given in the ADS19 message, TSO will create 
the fully qualified data set name; that is, 
userid.jobname.ddname.DATA. 

OUTPUT 

This command cannot be used. TSO has been modified to reject the 
command. The job output will be processed as defined by the user 
or by the installation defined default values for output. 

status (jobname! (jobname,jobname)) 

STATUS is used to determine the status of a job and its output. 
Status may reference one or more jobs per submission. The ASP 
response will be identical to the response to a standard ASP inquiry 
response command. 
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SUBMIT [data-set-name I (data-set-name,data-set-name) } 

SUBMIT is used to present a background for job or jobs to TSO 
according to standard TSO methods, 

HOLD= [jobnarael {jobname,jcbnarae)} 

HOLD will place a job or jobs in TSO hold status. The ACDS DSP will 
process the job but it will not allow Print to execute until the 
EELEASE command is issued, 

RELEASE= [jobnamel (jobname,johname)} 

EELEASE allows continuation of processing for one or more jobs which 
have been placed in hold status. 
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CHAPTE R 10. DSING TA PE-TO-PRIMT PROC ESSI NG (TP) 


The ASP Tape-to-Print (TP) DSP may be used to print output tape volumes 
under control of the operator or the //♦PROCESS card. When a //*PROCESS 
card is used, parameter cards must folloir the //*PROCESS TP card to 
indicate what is to be printed and how it is to be handled. 

In addition, special control records may be included in the print data 
file which requests forms and carriage tape changes to be made by the 
operator. The location of this record is the application programmer's 
responsibility. Under normal circumstances the record should be first 
on the data file. 


The format of this special control record is: 


Coli 

Data 

Explanation 

1 

.(period) 

Identifies this as a control card 

2-33 

report-name 

This names the report that follows and 
is printed in the operator message 
(TPR015) . 

35-42 

forms-name 

The name of the forms to be mounted. 

44-51 

carriage tape 
name 

The name of the carriage tape to be 
mounted. 

All parameters which can be specified on the operator call of TP may 
be specified on the parameter cards for TP (see Chapter 8 in the 
Operator's Manual). The operator will be notified of printer and tape 
mounting requirements and TP will remain in control until all data sets 
are printed. 

The following 
print tape to 

is an example of a 
be processed after 

job which creates one standard label 
the main program's execution. 

//A JOB 

//♦PROCESS 

//♦PROCESS 

//♦PROCESS 

//♦PROCESS 

836,ASP,PaTY=8 

RICONTL 

MAIM 

PRINT 

PUNCH 



//♦PROCESS TP 
LB=S,y=ASPOO1,NAy=fi 
//STEP1 EXEC ANYPROG 

//DDOUT DD UNIT=TAPE9,DSN=REPORTA,70L=SER=ASP001,I.ABEL= (,SL) , 

DC5= (RECFM=YBA,LRECI.= 137,BLK3IZE=8000) ,DISP= (NEW,KEEP) 

--other JCL—-- 

/♦ 
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In the above example, standard labels have been specified {LB=S), volume 
name of ASP001 (701== ASPO01) is specified. If devices are unavailable, 
the job is to be retained (NAV-H). TP has defaulted to a 9-track tape 
drive (TA9) because this was not explicitly specified. Therefore, 
after the job has completed its main processing, TP will be scheduled 
asynchronously with PRINT and PUNCH; and, if either a 9-track tape 
drive or a print device is unavailable, TP will be rescheduled to await 
device availability. When the devices become available a message is 
issued to the operator requesting that tape volume ASP001 be mounted- 
This is followed by a request for the proper forms to be mounted. When 
the forms are set up, the operator issues *S TP and the tape begins to 
print, 
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CHAPTER Jli OU TPU T 


The OS peripheral output, which is processed via Punch Service and 
Print service, appears in either card image or line image form as 
specified by the programmer. To assist both the programmer and the 
operator to identify the various components of output, the ASP system 
adds appropriate identification information to the data supplied by 
the program. 

For punch data, each data set is identified by header and trailer cards. 
These cards contain the job number in columns 21 through 24, the job 
name in columns 35 through 42, and the ddname in columns 53 through 
60. The remaining columns contain punches in the three rows at the 
top and bottom of the card for ready identification of the separator 
card. This card also separates multiple copies of a given data set. 

The format of the card is illustrated in Figure 5. 


iiiiiiiiiiiiiiieiiii 


iiiiiiiiii I 


IIIIIIIIIMIIIiailllllooiiiiiiiiiiooo 

1 2 3 < 5 e 7 8 S 1011 1213 H !5161? IS 19 20 21 22 23 24 25 28 27 25 23 30 3! 32 33 84 33 35 37 

111111 !] 1 1 11 ]1111111n11111n 111) I n 1 


IIIIIIIIII I I llllllllllllllllllll 
OlOOOIIIIinillliBQIOOOlilllllllllllllKIIII 
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11111 n 11.1111111 n 1111111111111111111111111 


2112ll2212l22l22inU2l22l21l 2 1 2 2 2 2 l2l 2 2 2 2 2 2 1 2 l 2 2 2 2 1 lli2ni2in 2 2 2 1 2 2 1 l 2 2 2 2 1 2 2 2 2 

3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 1 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 1 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 

4 4 4 4 4 41! 4 4 4 ^ 4 4 4 ■! 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 1 4 4 4 U 4 4 M 4 M 4 4 .s 4 ■'! 11 M 4 4 4 H 4 4 1 4 4 U 4 M M 4 4 4 

b 5 5 5 5 5 5 5 5 5 5 5 5 5 3 5 5 5 5 5 5 5 5 1 5 5 5 5 5 5 5 5 5 5 5 1 5 1 5 5 5 5 5 5 5 3 5 5 5 • 5 5 5 5 5 5 S15 3 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 

•S 666GG6SSG666506663EG6S666SG6B66G666666()6b8S6£!'S668656fi5 6S5SB66G65B6DBb66EG?SS'}!i 


llllllllllllllllllll?/nIIIIIIIIII?77 
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IIIIIIII1IIIIIIIIIIIS999IIIIIIIIIII93 
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Figure 5. Separator Card. 

Printed output is identified by a header page for each data set and a 
separator page after the last data set on each printer used by the job. 
The header page contains the job name, job number, and ddname in blocked 
letters. The trailer page is identified by date and job number, and 
a copy of the JOB card is printed. The last output on the last printer 
used is followed by a trailer page; this page has a tabulation of all 
data sets printed and which contains the job statistics. To assist 
the ASP operator in collating printed output with punched output for 
a job, the trailer page indicates how much punched output is produced 
for this job. The trailer page is illustrated in Figure 6. 


Hote : An option is provided at ASP Initialization time to suppress 

burst pages and/or header pages in which case no headers or burst 
pages will be produced. 
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ASP JOB NO. = 0002 Date = 72,032 


//JOBA JOB 836,SMITH,PRTY=07,MSGLEVEL=1 


ELAPSED TIME ON MAIN PROCESSOR = 000.05, START TIME = 16.35.22 


DDNAME 

= 

SYSMSG 

PRINTED 

ON 

PR1 

r 

LINES 

= 

000024 

DDNAME 

= 

SYSOUT 

PRINTED 

ON 

PR1 

9 

LINES 

= 

001102 

DDNAME 

= 

DATASET1 

PRINTED 

ON 

PR1 

9 

LINES 

= 

000005 

DDNAME 

= 

DATA3ET2 

PRINTED 

ON 

PEI 

f 

LINES 

= 

000005 

DDNAME 

= 

DATASET3 

PRINTED 

ON 

PR1 

9 

LINES 

= 

000005 

DDNAME 

= 

DATASET4 

PRINTED 

ON 

PR1 

9 

LINES 

= 

000C05 

DDNAME 

= 

DATASET5 

PRINTED 

ON 

PR1 

9 

LINES 

= 

000005 

DDNAME 

= 

DATASET6 

PRINTED 

ON 

PR1 

9 

LINES 

= 

000005 


LINES OUTPUT FOR THIS JOB = 001156 
CARD OUTPUT FOR THIS JOB=000100 


J)i*^4;3)t3!i#^j!{:(!3i(:^::(t:jt*;«t:it4t:j!:)(5(tJj!jjt:^::?(3}i*:{e=!«;{c3(t*<t:^«:<t^;}t:{t^:jc5!<5^3(c*:<c*:jt5!t:<t^){c*)!(){t:«t5)tj)e jjt # A * * Jje !<t * * >|s * * 

#!^^=<'4' + ** + + 5je>!f’ft5{<**^5ies!t!<c5{t!ft*s!<s}f:^*3!!*J?<>)!*3!c!!t*#!jt:5c*«:j£!{c:<t!^t:fcs;t!f!)!t!{t!!‘ + s!t^:S£«:4ts!e#5{£>)t3!ts(nfe:<!i!t:<t^!{£={t^ 


Figure 6, Trailer Page. 

Write-to-Operator (WTO/WTOR) messages are placed in the SYSMSG data 
set of each related job. The messages are listed following the 
submitted JCL image and before the OS system messages. They are listed 
in the order they occur, including any replies. Certain OS Control 
Program messages related to a job are also included. The job name is 
inserted as a prefix for each WTO/WTOR; if message is not job related, 
the eight-byte prefix is blank. 

Multiple Line Write-to-Operator (HLWTO) messages are routed in the 
system without modification; that is, the job name prefix will not be 
appended and the messages will not appear in SYSMSG, 
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appendix hi dynamic support pk^ram name s 


The list below contains those Dynamic Support Program (DSP) names for 
the distributed ASP system that the application programmer may wish to 
place in //^PROCESS cards. Other DSPs in the ASP system may be called 
by //^PROCESS cards; however, since they interact with the operator 
and operations, it would not be normal to do so. 


DSP_NAME 

DESCRIPTION 

ACDS 

ASP/TSO Support 

CC 

♦Card-to-Card 

CP 

*Card~t©“Printer 

CT 

*Card“tO“Tape 

DJC 

Dependent Job Control 

TSDRVE 

Input Service 

MAIN 

Main service 

NJPIO 

Network Job Processing 

PRINT 

Print Service 

PUNCH 

Punch Service 

RICONTL 

Reader/Interpreter 

TC 

*Tape-to-Card 

TD 

♦Tape Dump 

TP 

♦Tape-to-Printer 

TT 

♦Tape-to-Tape 


* Callable DSP's requiring operator action. For more information on 
callable DSP's refer to the ASP Operator's Manual. 
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GLOSSARY 


App li cation Pr og ra ms : Programs that are run on the Main Processor 
under control of OS. These include such applications as compilations, 
assemblies, production jobs, and so forth. 

AS P. Asymmetric Multiprocessing System - the ASP acronym is based on 
the now obsolete "Attached Support Processor". These initials have 
been retained in documentation for continuity purposes. 

ASP Cont rol Ca rd . These are introduced into the system along with OS 
JCL. They communicate to ASP what processes are to be performed with 
the jobs. The cards are transparent to the operating system, 

A SP Inpu t/Ou t put Ro uti n es. A resident section of the ASP system on 
the Support Processor that manages the flow of data between the Support 
Processor and the ASP queue devices. 

Asy mmetr ic L oosel y Cou pled Multiproces si ng. Processing of data shared 
by two or more computing systems interconnected by an I/O 
channel-to-channel adapter. The CPUs may be of different types and 
have their own unique configurations. 

Backg round Job. A job> usually of a utility type, run by ASP on the 
Support Processor in the ASP region independent of the local or real 
Main Processor. 

Car d Image Form. Column bin.ary or data-mode 2 format. 

Chained Scheduling. A technique whereby the system bypasses normal 
I/O routines and dynamically chains several input/output operations 
together. For further information see OS Data Management Guide. (GC 
26-3746). 

Con so le S er vice. A resident section of the ASP system on the Support 
Processor which accepts and transmits messages. This support is not 
dependent on OS MCS. 

DA TA SFT Card. ASP control card which enables the introduction of 
additional input data anytime during a job»s life. It is placed at 
the head of the intended input data and must be terminated by an 
ENDDATASET card. 

Dynamic Su pport Pr ogr am . A program, residing on the Support Processor 
system residence device, that is known to the ASP system by an entry 
in the Dynamic Support Program Dictionary. The program is executed 
when a job segment pointing to the Dynamic Support Program is scheduled 
by the Job Segment Scheduler. 

Failsoft. A facility whereby ASP System or Dynamic Support Program 
failures do not generally halt unaffected jobs. An attempt is made to 
continue running in a degraded mode. 

For ma t Ca rd. ASP control card which specifies special instructions to 
the system concerning the print and punch data set processing. 

Jo b. A job designated by the //*MAIN control card as one that 
should continue executing in the event of an ASP system abend. 

Inpu t Se rvic e. A set of Dynamic Support Programs that read the input 
data and build the system input data set and control table entries for 
each job. 
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Interleav ing . The alternating of transmission input and output on a 
single communications facility. This facility enables a terminal to 
read input and to print and punch output simultaneously. 

Int erna l Jo b Proce ssi ng (UP). A facility which allows jobs or output 
to be submitted to ASP directly from an application program such as 
CPJE executing under control of ASP. 

Jo b. One or more job segments defined to the ASP system by control 
cards. (The first card of a job is the JOB card, and the job definition 
is terminated by another JOB card or by an end-of-file indicator.) The 
standard ASP job is composed of job segments to: 

• Interpret the job's job control information 

• Transmit the input data to the Main Processor for execution (Main 
Service) 

• Print the output (Print Service) 

• Punch the output (Punch Service) 

• Purge the job from the system 

J ob C ont rol T abl e (JCT), A table which ASP utilizes in controlling 
the job. 

J o b Se gment . A logical portion of a job. when the input data is read 
by Input Service, a Scheduler Element is created for each job segment. 
The Scheduler Element points to a Dynamic Support Program, which 
performs the required work. 

Job Seg ment Scheduler. A section of the ASP nucleus that initiates 
the processing of job segments. 

Logic al Regi on. The amount of real storage that is required by a job 
or job step to execute efficiently. This real storage requirement, 
which is normally less than the OS region request on a JOB or EXEC 
card, is referred to as the job's working set. 

MA IN C ar d. ASP control card which communicates main processor 
requirements to the system. 

D evic e Sched uler (HDS) . A section of the ASP system that schedules 
the allocation of devices prior to scheduling problem program execution. 

Main Pr oce sso r. A component of an ASP system comprising a central 
processing unit and input/output devices. This processor is devoted 
to the execution of application programs. 

Mai n Se rvic e. A Dynamic Support Program that schedules the problem 
program for execution and manages the flow of data (system input, print, 
and punch) across the channel-to-channel adapter to and from the Main 
Processor. 

Multi fu nc ti on Monito r. A section of the ASP nucleus that passes control 
between the functions within the Support Processor, 

N ET C ar d. ASP control card which communicates dependent job control 
relationships to the system. 

Net wo rk Job Pr ocessin g (NJP). A facility that permits the input, 
processing, and output of jobs to and from compatible remotely located 
ASP installations. 
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Nons etu p Padding. The facility to schedule jobs that require no 
pre-execution setup for execution on Main Processors while processing 
the setup jobs on the Support Processor. 

Nonstand^d J ob . A job with a different number of steps or a different 
order of steps from a standard ASP job. These steps must be specified 
via ASP control cards as opposed to the standard job which does not 
require the submission of any special cards. 

Postp rocessin g. A phase of ASP processing comprised by the job segments 
which punch and print job output and a segment which purges the job 
from the system. 

Preproce ssing . A phase of processing in ASP where the job is read and 
interpreted for the system. 

Pr i nt Service. A Dynamic Support Program that prints the data sets 
created by the Main Processor. 

Pr oce ss Card. An ASP control card which invokes a specified job segment 
to be performed. They are necessary only in nonstandard jobs. 

Pro cessin g. This is the phase of ASP where actual job execution takes 
place. 

pun ch Ser vice . A Dynamic Support Program that punches the data sets 
created by the Main Processor. 

Purg e. A Dynamic Support Program that deletes the control table entries 
and data for each job in the system when the job is completed. It may 
contain the system accounting routine. 

peader /I nterp ret er. The job segment of ASP which reads and interprets 
OS JCL for the system. 

Re mo te J ob Proce ssi ng (RJP). A facility that permits the input, 
processing, and output of jobs to and from terminals remote from the 
ASP installation. 

Res ide nt Programs. Service programs that are common to ASP support 
functions. These programs reside in storage throughout ASP execution. 

S tandar d Job. An ASP job which is composed of the following processes: 

1. Reader/Interpreter 

2. Main processing 

3. print 

4. Punch 

5. Purge 

This is standard to the ASP system and no ASP control cards need be 
used to specify the functions performed. 

Scheduler Element s. A synonym for the job segments which make up ASP 
processing. 

Suppo rt P rocessor . The dominant processor of the ASP system in terms 
of processing control. Its purpose is to control job flow and system 
input, printing, and punching, to service remote terminals and other 
ASP installations, and to perform such background services as 
tape-to-printer or card-to-tape. 
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DDNAHE paraaeter on DATASET card ... 11, 12 
on FORMAT AC card .... 19 
on FORHAT PR card .... 15 
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deferred tape aount striction ...... 35 

Dependent Job Control ........ 1, 42 

network definition . . 43 
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EXEC card .. .......33 
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FETCH parameter on BAIN card.25 

file protect ring status .........33 
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FORHAT card, general . 14 
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high water-aark setup ..........59 

hold of TSO output.. « .• 24 

HOLD paraaeter on BkZli card. ..22 

HOT JOB paraaeter on HAXtr card .... 23, 37 
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internal reader . 2 
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lORATE paraaeter on BAIN card ...... 24 
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